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Introduction

Buildings are the largest energy consumers and greenhouse gases emitters, both in the developed and developing countries (UNSTATS, 2010). In continental Europe, the energy used in buildings alone is responsible for up to 50% of carbon dioxide emissions (Capros, 2001;[START_REF] A N U S C R I P T A C C E P T E D Accepted Manuscript Levine | Residential and commercial buildings[END_REF]. Urgent changes are therefore required relating to energy savings, production and application of materials, use of renewable resources, and to reuse and recycling of building materials. However, to be able to focus on the pertinent and most sensitive aspects of the building sector, it is fundamental to accurately quantify which part of the life cycle of which element is the main contributor to the environmental impacts. To do so, and since more than 30 years, scientific community have developed and validate life cycle assessment (LCA) methodology [START_REF] Heijungs | Environmental Life Cycle Assessment of Products: Guide and Backgrounds[END_REF]Fink, 1997;[START_REF] Klöpffer | The role of SETAC in the development of LCA[END_REF] M A N U S C R I P T A C C E P T E D ACCEPTED MANUSCRIPT Sonnemann et al., 2003). The assessment includes the whole life-cycle of a product, process, or system encompassing the extraction and processing of raw materials, manufacturing, transportation and distribution, use, reuse, maintenance, recycling and final disposal. LCA has become a widely used methodology, because of its integrated way of treating the framework, impact assessment and data quality [START_REF] Klöpffer | The role of SETAC in the development of LCA[END_REF]. LCA methodology is based on ISO 14040 and consists of four distinct analytical steps: defining the goal and scope, creating the life-cycle inventory, assessing the impact and finally interpreting the results (ISO, 2006).

However, as LCA is more and more used as an analytical decision support tool (Fava et al., 1993;Werner and Scholz, 2002;Blengini and Di Carlo, 2010), it can be used to assist policy decision and the question of the reliability of its results becomes then pregnant. The sensitivity of results to hypothesis and data quality has long been discussed (e.g. [START_REF] Huijbregts | Application of Uncertainty and Variability in LCA, Part I: A General Framework for the Analysis of Uncertainty and Variability in Life Cycle Assessment[END_REF]Basset-Mens and van der Werf, 2005;[START_REF] Lloyd | Characterizing, Propagating, and Analysing Uncertainty in Life-Cycle Assessment: A Survey of Quantitative Approaches[END_REF]Wand and Shen, 2013).

Concerning buildings, the reliability and robustness of results is even more complex than for the other industrial sectors due to their very long service life. It induces large question on how to assess the fact that:

-The energy during the use phase as well as its nature (and its associated environmental impact) will drastically change during the next 50 years (Grübler et al., 1999;de Vries et al., 2007;Tian and de Wilde, 2013).

-Some Building materials have a lower service life than the building itself [START_REF] Kellenberger | Relevance of simplifications in LCA of building components[END_REF] and their effective service life is influenced by many factors which can be classified between failure, dissatisfaction and change in consumer needs (Cooper, 2004).

Failure is related to the degradation of the building elements and depends significantly on use condition (humidity, UV, temperature, etc...), dissatisfaction is mostly associated with styling changes, fashion trends and finally occupant needs may also change over time when occupants have children or become elderly for instance. All these factors will strongly affect
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the service life of building elements (Ashworth, 1996;Potting and Blok, 1995) and then, the amount of material needed for all the service life of the building.

Uncertainties in buildings are also controlled by the same type of uncertainties than for other industrial sectors: environmental database quality (Weidema and Wesnaes, 1996), technological variation between materials' production plant (Lewandowskaet et al., 2004;Reap et al., 2008;Gomes et al. 2013). A review of uncertainties in LCA can be found in [START_REF] Huijbregts | Application of Uncertainty and Variability in LCA, Part I: A General Framework for the Analysis of Uncertainty and Variability in Life Cycle Assessment[END_REF]Björklund, 2002;[START_REF] Imbeault-Tetreault | Propagation analytique de l'incertitude à travers le calcul matriciel d'une analyse du cycle de vie[END_REF].

As a consequence, if we want to be able to assess the environmental impact of two building projects and be able to promote the choice of one rather the other, we need firstly to quantify these uncertainties and in a second step, identify the main contributions. In the present study, we will only study the uncertainties related to the building materials used during the life cycle of the building. For the moment, most of the LCA on buildings are comparing building designs without paying attention to the associated uncertainties. Others are using uncertainties associated with the pedigree matrix (Weidema and Wesnaes, 1996;Frischknecht and Rebitzer, 2005) which inform only on the quality of the environmental data but not on the service life uncertainty. A few studies have tried to address the mixed question of environmental data quality and service life for building elements but these studies were limited to one specific building's element (Aktas and Bilec, 2012). In our study the LCA of the building is calculated from the decomposition of the building in building material and component combination. The elements such are the windows, solar water heater etc., were preferred to be treated as building element and not decomposed in materials as their service life is defined at that scale. This choice can also be justified by SETAC who recommend paying attention to reference flows and not necessarily distinguish every materials (SETAC, 1999). The assessment of the uncertainties is treated at two levels: the material (or element) level and the building one. At the material level we want to identify which type of uncertainty
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has the most influence on the environmental performance of a material. We identified uncertainties concerning its production process, the quantity effectively used on site or its service life in the building. At the building scale we want to identify which material or element has the most influence on the environmental performance of the building.

To do so, a statistical method is used to identify the main parameters which contribute to the uncertainty of final results. The contribution analysis includes sensitivity and uncertainty analysis. Indeed a parameter which has a small sensitivity but a large uncertainty may be just as important as a parameter with a larger sensitivity but smaller uncertainty [START_REF] Imbeault-Tetreault | Propagation analytique de l'incertitude à travers le calcul matriciel d'une analyse du cycle de vie[END_REF]Morgan et al., 1990)]. A description of the method is presented in the next section. Once the methodology is developed it is applied to one case study of two houses projects.

Method

Different methods have been proposed to evaluate data inaccuracy in LCA outcomes (SETAC, 2001). A review of uncertainty analysis methods can be found in (Björklund, 2002;[START_REF] Leroy | Développement d'une méthodologie de fiabilisation des prises de décisions environnementales dans le cadre d'analyses de cycle de vie basée sur l'analyse et la gestion des incertitudes sur les données d'inventaires[END_REF]. In this research we are developing a simplified analytical method based in Taylor series expansion. The other main alternative is the Monte Carlo simulation which is a numerical method that artificially allows the reconstruction of a random phenomenon simulating fictitious samples based on hypothesis on random variables. It is therefore necessary to define the probability density for the model inputs, assumed to be independent, which will be propagated to obtain the probability density of the output variable [START_REF] Murtha | Decisions Involving Uncertainty: An @RISK tutorial for the petroleum industry[END_REF]. The Monte Carlo method is therefore time consuming and require realistic hypothesis on the distribution function.
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The method we develop, based on analytical method derived from Taylor series expansion (Ciroth, 2004), is on the contrary easy to implement. We first propose a method for contribution analysis and then for uncertainty propagation and calculation.

General theory of contribution analysis

The contribution analysis includes sensitivity and uncertainty analysis.

Sensitivity analysis

The key purpose of sensitivity analysis is to identify which key data or assumptions significantly influence the result. This analysis allows simplifying data collection and analysis without compromising the robustness of a result and to identify crucial data that must be thoroughly investigated (Annex 31, 2004). Sensitivity analysis can be described as follow: Supposing an output variable which depends on inputs variables and their dependence which is expressed by a function :

(1)

Therefore, for a single nominal scenario, for which the different input variables have a given value (each might be the mean, median or the mode values), the corresponding nominal output value is then defined as:

(2) (Morgan et al., 1990) has defined the normalised sensitivity coefficient known as elasticity coefficient by the equation:

(3) 3) can be used to calculate the relative change of the output result for a nominal variation in the input . For instance, if we consider an equation such as . For a scenario and an output value , the sensitivity coefficients for the two inputs have the value: and . It means that for a change in input variable of 1% the output varies by 2%, and for a change in input variable of 1% the output varies by 1%.
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Uncertainty analysis

A physical quantity can be expressed as , where represent the uncertainties associated with a supposed exact value , for which we have accepted the mean value . The degree of uncertainty for the variable is usually expressed by its standard deviation which is defined as the square root of the variance .

(4)

Contribution analysis

To perform a contribution analysis we must keep in consideration both analyses: sensitivity and uncertainty. The contribution analysis which follows is mainly inspired by (Ciroth et al. 2004;Morgan et al., 1990;Protassov, 2002;NASA, 2010;and Taykir, 2000). In the following we present two methods of calculation of the relative contribution of inputs variables in output result.

In the first method, we propose to use a power series expansion of the continuous function with respect to a chosen nominal scenario . The Taylor series expansion provides a way to express deviations of output data from its nominal value in

M A N U S C R I P T A C C E P T E D ACCEPTED MANUSCRIPT
term of deviations of its input variables from their nominal values . If we can assume the independence of input variables, the first order approximation of Taylor series expansion of function will be expressed:

(5) If , then equation ( 5) has the form:

(6)

And the relative contribution of each input variable to the output result can be defined by equation:

A second method to identify the contribution of inputs data to output result is to study different scenarios of . In our case the output result is supposed to be a function of input parameter, so scenarios will be performed.

In the first scenario, all the input variables are determined except one: . Applying expansion defined in equation ( 5) to this scenario will then provide:

(8) which can be simplified as:

Applying the Taylor series expansion with all other scenarios will have:
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Uncertainty in the output variable can then be calculated as a sum of the contribution of each scenario:

(10)

The relative contribution of each input parameter to the output result is calculated by equation:

(

Both methods (equation ( 7) and ( 11)) can be used for identifying which input variable induces the main variation in the output variable. The difference between the two methods is that the first method (equation ( 7)) enhances the contribution of the input parameter with the higher contribution due to the square values. In order to have a contribution analysis that allow identifying a group of parameter and not only one, we prefer to use the second method. In the practice it is easy to be demonstrated that the hierarchy of the inputs contribution in output result is the same whatever the method used.

Applied method for life cycle assessment of buildings

In this section the method will be applied in Life Cycle Assessment of Building. From the EN 15978 standards (EN-15978, 2011), environmental performance of buildings can be presented as a sum of the environmental performance of its building material plus the energy and water consumed during the use phase. In the present paper, we only consider the building materials
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used during the life cycle of the building. Further research should be done to understand how water and energy consumption during the operation phase can be integrated in the method and how to couple all uncertainties (Peuportier et al., 2013). For instance, it would be fundamental in a broader study to associate uncertainties due to energy use during building operation and the uncertainty on the degradation potential of building materials. This is however, beyond the scope of this study which is restricted the uncertainties in embedded energy in building materials.. In this study, we consider that the contribution of materials/elements in environmental performances of building ( ) can be calculated as a decomposition of building in materials/elements (12)

And the environmental performances of materials are calculated by the equation:

(

Where is the mass of material used for the construction of the building is the environmental impact for the impact category associated with the life cycle of one unit mass of the building material ;

is the number of time the material has to be replaced during the service life of the building;

is calculated as: , ( 14 
)
where:

is the service life of the building;

is the service life of the material ;

The contribution analysis of buildings has therefore to be done at two different scales: the material scale and the building scale because equations which are defining the associated impacts are different at the two scales.
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Contribution analysis method for life cycle assessment of buildings

The contribution analysis has to be applied at two different scales.

At the material scale, the variability of the results for the environmental performance of the materials (13), can be expressed as:

(15)

With:

, that are the mean value.

The relative contributions from the different input parameters to the output result are:

(16)

with:

At the building scale, the environmental impact of one building can be presented by equation ( 12). However, as the partial derivative of the different building material is equal to 1:

. ( 17 
)
The contribution of inputs variables is then simplified and reduced to the sum of uncertainties of each material.

(

) 18 
The relative contributions from the different inputs variables to output variable are then only:

with:
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Uncertainty analysis 2.3.1. Central limit theorem

The second fundamental theorem of probability is the Central Limit Theorem. This theorem proposes that if is the sum of mutually independent random variables, then the distribution function of is well-approximated by a certain type of continuous function known as a normal density function, which is given by the formula:

(20

)
where: is the mean (location parameter) and is the standard deviation (scale parameter).

Calculation of uncertainty propagation

Different methods have been proposed to calculate and propagate uncertainties, such as analytical uncertainty propagation methods, calculation with intervals and fuzzy logic and stochastic modelling etc., (SETAC, 2001). In this research we focused on uncertainty propagation using Taylor series expansion. Using equation ( 5) for evaluation of uncertainties in impact environmental of materials we will obtain:

(21) (22) 
And the variances of environmental performance of building are calculated by equation:
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The uncertainties in environmental performance of building can be calculated by its standard deviation.

Application: Case study on two projects

Presentation of the two studied projects

In this case study we have applied the methodology presented above in order to compare two different projects of single-family detached house. The studied houses are not real case study but have been designed as reference house by the Centre Scientifique et Technique du Bâtiment (CSTB), France. The surface area of houses is equal to 100 m 2 and the service life is considered to be equal to 50 years. One of the projects is a house with a reinforced concrete structure and the second one is made with a wood structure. Figure 1 presents the plan and a 3D model of the reference houses. The detailed quantities of materials taken into account in each project are presented in the table 1.

Sources of uncertainties at material scale

The uncertainties come from combined factors at the material scale. As shown in equation ( 15), uncertainties are considered to come from the mass, the service life and the elementary environmental impact of each material.

Mass

To evaluate the uncertainties associated with mass variation of materials, we used data coming from value of waste generated on construction site (ADEME, 2001). We also used data from discussion with experts to evaluate differences which can exist between provisional maps and the reality. As a consequence, we have considered in this study, variations from -
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5% to +10% of materials quantity for all building materials. The mean is considered to be equal to the quantity of material defined in the project, and the standard deviation is calculated by supposing a triangular distribution for the uncertainties considered [START_REF] Heijungs | Representing Statistical Distributions for Uncertain Parameters in LCA: Relationships between mathematical forms, their representation in EcoSpold, and their representation in CMLCA[END_REF].

Service life of building materials

Service life of materials has been calculated through the use of different references in order to define a mean value and a standard deviation for each material. In the table 2 we have presented the minimum and maximum values found in references and mean and standard deviation calculated for each non-structural materials and elements. It has to be noted that uncertainties are not issued from durability studies, nor from detailed sociological studies on user behaviour but from a survey we did on scientific literature that define a service life of building materials to perform LCA studies. Therefore the mean and standard deviation values on table 2 shows the variability, which currently exists between studies. We can also suppose that these studies have chosen valid service life values and that the variability we identify is then linked with an effective variability in the use of building materials. For the structural materials, we considered that their service life was similar to the one of the house.

Elementary environmental impact of each building material

The environmental impact of each building material is based on values from the French environmental products declaration (EPD) available in INIES database (INIES, 2009). These , 2004). These standards are close to CML methods [START_REF] Guinée | Life Cycle Assessment: An Operational Guide to the ISO standards[END_REF]. It has to be noted that it is only because we used this EPD data format, that we could simplify the LCA of building materials involved in the life cycle of a building as a multiplication of elementary impact of the building material (through all the life cycle), the mass used for the construction of the building and the number of time we have to replace it.

When the EPD doesn't exist, environmental impacts have been calculated from Ecoinvent database [START_REF] Kellenberger | Life cycle inventories of building products: cement products and processes[END_REF]. However, as Ecoinvent is a calculation from cradle to gate (production at plant), results need to be adapted to be compared to INIES database (cradle to grave). In this case, the environmental impacts of material's production (cradle-togate) have been calculated using Simapro v2.2 software (Goedkoop and Oele, 2004) and Ecoinvent database. Then then other phases such as transport, use and end of life have been added by taking a given ratio from the production phase. Actually, previous works have shown that it was possible, without deteriorating too much the results, to consider the other phases of the life cycle as a given percentage of the production phase [START_REF] Lasvaux | Etude d'un modelé simplifié pour l'analyse de cycle de vie des bâtiments[END_REF]. The details of these percentages are presented in table 3c.

Concerning the standard deviation used for the elementary impact k of building materials, three cases have been considered:

Case 1: There are several EPDs for the same material or element. In this case the mean and standard deviation was calculated using these EPDs. A list of materials for which the elementary environmental impact uncertainties have been calculated with this method is presented in table 3a.

Case 2: There is only one EPD linked to the material or element considered. In this case, the standard deviation coming from the pedigree matrix of the process associated with the production of the material in the Ecoinvent database has been used; and the EPD value has
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been considered as the mean value. A list of materials for which the elementary environmental impact uncertainties have been calculated with this method is presented in table 3b.

Case 3: There is no EPD in the INIES database. In this case, mean value is calculated from EcoInvent once adapted to cradle-to-grave and the standard deviation is coming from the pedigree matrix of the process associated with the production of the material in the Ecoinvent database. In the only case of reinforced concrete elements, a further uncertainty concerning the amount of steel has been added (table 3c).

Uncertainty calculation

Once all the uncertainties are defined, we used the equation ( 22) for evaluation of uncertainties in environmental performance of material and then equation ( 24) for evaluation of uncertainties in environmental performance of building. From the central limit theorem, the uncertainties in environmental performances of building are presented two standards deviation away from the mean.

Results

Environmental assessment of the two projects

Figure 2 shows eight indicators of environmental impact for the two projects.

The variability of the results takes into account the uncertainties from building materials. Two types of results can be seen depending on the impact category. For the impact category related to global warming (GWP) the results show that the project with reinforced concrete structure with a variation between 469.7 and 674.5 kg eq CO 2 /m 2 has a significant greater
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environmental impact than the wood structure where values vary from 232.6 kg to 443.92 kg eq CO 2 /m 2 . However, for all the other impact categories uncertainties induce variations so that the two projects do not have significant differences (Figure 2).

In order to reduce the uncertainties and choose the best project, we propose to identify the contribution of the different material to the global results in order to evaluate where are the easiest and most efficient improvements which can be done to reduce this variation and have finally a significant difference between the two projects.

Contribution analysis

To do so, it is necessary to perform a contribution analysis which is done by the simplified method at the material level (equation ( 16)) and at the building level (equation ( 19). Results are shown in Figure 3.

The contribution analysis at the material scale allows distinguishing which one of the 3 parameters (service life, mass and elementary impact) has the greatest contribution to variability. It seems clear that uncertainties on the exact mass of material used do not influence the variability. Furthermore, except for structural materials which have, by hypothesis, a service life equal to the house's service life, the variability for the other materials seems to be essentially controlled by the service life uncertainties. A few exceptions such as plaster, non-structural wood and zinc have a contribution of service life and elementary impact on uncertainties which are comparable.

At the building scale, figure 3 shows clearly that thermal insulation (rock wool), PVC and bitumen (waterproofing) are sharing most of the variability of the houses. It is also interesting to note that even if the mean contribution of reinforced concrete is important (mass x elementary environmental impact), its uncertainty is so low that the variability at the building scale is still quite low. On the contrary, there are materials such as bitumen or plaster which
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have not a great contribution to the mean environmental impact of the projects, but that due to uncertainties on service life (and partly on elementary environmental impact), could contributes in some circumstances (shortest service life with an inefficient production process) to a much larger part of the global building's environmental impact.

Discussion

Sensitivity of results to hypothesis on uncertainties

The result that we have obtain in term of relative contribution of the different materials to the variability of building's environmental impact are, of course, dependant on the uncertainties on the 3 parameters (m, k, n) of each material. Therefore, it seems important to evaluate the accuracy of these uncertainties. What can be observed from the figure 3 is that the contribution of one material is never controlled by mass uncertainties for atmospheric acidification indicator. However, it is the parameter that has been calculated with the lowest accuracy (only expert advice) and for which we have then taken the largest possible variations (15%). Therefore, it is reasonable to assume that even, if the accuracy of mass uncertainties is not perfect, the fact that we had a very low contribution of mass, show that this parameter is not important for uncertainty calculation.

Concerning assumption on service life, the uncertainties on service life of building materials are based on an extensive review and even if they could be improved, this study present for the first time, as far as we know, a methodology for the comparison of two different projects considering the uncertainties and variability in service life on different building materials associated with uncertainties on their individual environmental impact. The only strong hypothesis we made is to consider that structural material last as long as the house. This assumption where concrete, bricks or wood last as long as the house, could be discussed and probably improved. We think that the appropriate way of assessing this uncertainty would be to have uncertainty on the service life of the house rather than on the structural materials.

Actually, it can be explained as the fact that if concrete is deteriorated through corrosion or that if bricks wall is fractured, it might reduce the service life of the entire house, rather than just inducing the replacement of structural materials. It can be easily demonstrated that the contribution of the service life, impact coefficient and quantity taken off in material and element level doesn't depend in the service life of building. But the contribution of material at building scale can be controlled by the service life of the building. This aspect should however be assessed in more details in further works. Thus, it is worthwhile to note that the methodology would be the same.

Finally, uncertainties on individual environmental impact of materials have been taken as much as possible form variability between EPDs. From that point of view, these variations are more related to difference in process efficiency between companies as EPDs are industry based data and can be specific to one industry company and therefore to the efficiency of their production process. It is different from variability values coming from EcoInvent where the standard deviation comes from the PEDIGREE matrix which characterize the quality of the data. Typically how many surveys have been done, are data measured or coming from experts, etc… It is not related with a "physical" variability between industrial sites but rather a variability related to assumption on the quality of data.

Towards a decision tool ?

In that situation, the developed method provides a first step towards a tool, which will give the relative contribution of each material to the variability of the building. In this particular case, we identified bitumen, PVC and rock wool (in the reinforced concrete house) as major contributors, due to uncertainties on their service life. It could then be possible to try to
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improve the service life of the specific products to reduce the uncertainty. For instance, a control on site work could be done, just after that the rock wool has been fixed in order to certify that it has been done correctly (vapour barriers, humidity control, etc.). Similar work could be done for bitumen where it could for instance be mandatory to avoid an exposition to UV or high temperature in order to reduce bitumen potential deterioration and assure a given service life. Finally, PVC tubes which represent a total length of 83 meter in this project, could be installed in a way that they can easily be checked and only partially removed so that the majority of PVC tubes can also have given service life expectation. But the identification of specific materials is also due to internal biais of our method. Firstly it can be due to the house we studied and the quality of the data collected. Is 83 m of PVC tube in a single house of 100 m 2 reasonable or very particular? Further case study should then be assessed with the method developed in this study to strengthen the study. It can also be due to the fact that the EPD we used for one building material is specific to one very specific product which is not exactly the same as the one used in the house. For instance, for PVC tube, the only data provided in the INIES database is for tubes with a diameter of 12.5 cm. It is probably not the only size of PVC tube used in the house and the contribution of PVC might then be overestimated.

The methodology proposed here is then a potential tool for stakeholders to quickly evaluate in a project which aspects will induce a large variability on the expected environmental performance related to building materials. However, before that, more case studies should be done and the database on building materials expanded as for the moment, all building materials do not have EPDs.

Conclusion
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This paper focused on the uncertainties associated with building materials when assessing environmental impact of building. To do so, our methodology was based on the statistical method of contribution analysis which is used to identify parameters having the greatest contribution to the uncertainty of final results.

Previous studies have been working with Monte Carlo analysis which is time consuming when addressing uncertainties of each material. In this study, we developed and tested a simplified method based on Taylor series expansion. This allows very quickly knowing, at the building scale, which material has the greatest contribution to the environmental impact variability when we only focus on the impact of building materials used during the life cycle of a building and do not consider energy and water used during the operation phase and the possible relationship between operation energy and grey energy. This fast identification could then be one of the tools stakeholders can use to constrain constructors or design offices to provide controls or design modification on specific aspect of the building, in order to better constrain service life of some building materials.. These first results presented here are encouraging as it has been shown that it is possible to choose which materials' parameters has to be constrained in order to significantly reduce the uncertainty on the results. However further work is needed, in particular to improve the database on uncertainties at the material scale and the number of materials covered in the EPD database.

  data are company specific or collective data and are calculated with French NF P 01-010 standard(AFNOR, 2004) on construction products EPD. As it is EPD data, they follow the same general principles as EPDs assessed through the European standard EN 15804. It means that the environmental impact value covers all the life cycle of a product (production, , demolition and end of life). The impact categories are the one from the NF P 01-010 standards (AFNOR
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Table caption

Table .1. List of materials used for the construction of the two studied houses. PERET, 1995;[18] Bosquet, 2003;[19] Jungbluth et al., 2005;[20] CSTB, 2012;[21] Politecnico di Milano-CSTB, 2012.

Table .3.a. List of materials for which variation in the elementary environmental impact (Mean, SD) has been calculated directly from the EPD values.

Table .3.b. List of materials for which the EPD value is used as a mean value and standard deviation is calculated with Pedigree matrix from ecoinvent.

Table .3.c. List of materials for which no EPD exist. The environmental impact is calculated from Ecoinvent production process data on which a percentage of the impact of the material production is added to the result to build an equivalent of the EPD.
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