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Understanding mechanisms of drying of a cellulose slurry by Magnetic Resonance Imaging

This study concerns the spatial evolution of the internal components of a macroscopic sample of cellulose slurry during its convective drying. In a first stage, some water is extracted which induces a shrinkage of the structure, the sample remaining saturated, i.e. the solid porous structure made of fibers in contact remains filled with water. In a second stage, when capillary effects are unable to induce further shrinkage, the porous structure formed by the cellulose network homogeneously desaturates and all bulk water is extracted. All along these two stages the drying rate remains constant. Confined water (i.e. likely between macrofibrils) and possibly bound water start to be extracted in a third final stage, during which the sample somewhat further shrinks. In that case a dry front tends to develop from the free surface of the sample, but the water content still decreases homogeneously in the wet region, which suggests that a connected hydraulic network for the confined and bound water persists. This network in fact already ensured the full extraction of bulk water at the end of the second stage keeping a constant drying rate, in contrast with simple porous media.

Introduction

Water-cellulose suspensions, pastes or slurries, are dried at various steps of industrial processes [START_REF] Hubbe | What happens to cellulosic fibers during papermaking and recycling? A review[END_REF][START_REF] Sinquefield | Nanocellulose dewatering and drying : current state and future perspectives[END_REF] or when they are used as poultices for salt removal from ancient walls [START_REF] Vergès-Belmin | Powdered cellulose pultices in stone and wall painting conservation -Myths and realities[END_REF]. The best technique for water removal through drying is the object of intense research [START_REF] Posada | Drying and redispersion of plant cellulose nanofibers for industrial applications : a review[END_REF][START_REF] Peng | Drying cellulose nanofibrils : in search of a suitable method[END_REF][START_REF] Lovikka | Porosity of wood pulp fibers in the wet and highly open dry state[END_REF], in particular to avoid hornification or other mechanisms by which the local structure is affected by drying (Hubbe et al. 2017[START_REF] Beaumont | Drying of a cellulose II gel : effect of physical modification and redispersibility in water[END_REF][START_REF] Weise | Quantification of water in different states of interaction with wood pulp fibres[END_REF]. The evolution of the porous structure and/or the pore size distribution, considering both free and bound water, has also been studied by NMR (Nuclear Magnetic Resonance) (Häggkvist et al. 1998, Topgaard and[START_REF] Topgaard | Changes of cellulose fiber wall structure during drying investigated using NMR self-diffusion and relaxation experiments[END_REF] and DSC (Differential Scanning Calorimetry) [START_REF] Park | Changes in pore size distribution during the drying of cellulose fibers as measured by differential scanning calorimetry[END_REF]. In this context, [START_REF] Topgaard | Changes of cellulose fiber wall structure during drying investigated using NMR self-diffusion and relaxation experiments[END_REF] showed that three types of water disappear successively, first bulk water, then water in pores with at least one dimension on the micron scale, and finally water in nanometric pores. These three types of water might correspond respectively to the bulk water, the "freezing bound water", and the non-freezing bound water, identified by DSC [START_REF] Weise | Quantification of water in different states of interaction with wood pulp fibres[END_REF].

We emphasize that in previous studies the possible spatial heterogeneity of the system, i.e. the development of regions with different water contents, and possibly water types, inside the sample, has generally been neglected. Yet, this is a critical question as soon as one considers the drying of a porous medium, since the extraction of water from the interior of the sample is induced by evaporation resulting from a gradient of RH (relative humidity) between the sample surface and the ambient air. Under these conditions, it would not be surprising that a gradient of water content develops inside the medium. On another side, the different regimes of drying depend on the processes at the origin of water transport and extraction, which can inform on the cellulose structure, water types and exchanges inside the medium. Thus, it is useful to appreciate the way a cellulose slurry dries and look at the internal distribution of water content in time, the distribution of water types, the mechanism of water transport, and the possible shrinkage of the structure.

The mechanisms of drying of non-deformable, homogeneous porous structures initially filled with a liquid (perfectly wetting the solid) and submitted to a constant air flux along one of its external surface usually follows a well admitted scenario [START_REF] Van Brakel | Mass transfer in convective drying[END_REF][START_REF] Prat | Percolation model of drying under isothermal conditions in porous media[END_REF][START_REF] Coussot | Scaling approach of the convective drying of a porous medium[END_REF][START_REF] Tsimpanogiannis | Scaling theory of drying in porous media[END_REF][START_REF] Lehmann | Characteristic lengths affecting evaporative drying of porous media[END_REF][START_REF] Shokri | Characteristic of evaporation from partially wettable porous media[END_REF][START_REF] Yiotis | Drying in porous media with gravity-stabilized fronts: Experimental results[END_REF]. During a long first period, the drying rate remains constant and the saturation (i.e. the liquid to pore volume ratio) decreases homogeneously in the sample. This regime is capillary-driven, i.e. any withdrawing of liquid leads to a homogeneous redistribution of the liquid throughout the sample due to capillary effects. This maintains a sufficient density of small liquid patches around the sample free surface, which keeps approximately constant the boundary conditions in terms of vapor field in this region, which in turn induces a constant drying rate. In the next regime, i.e. when the liquid film size is too thin or, equivalently, the external evaporation rate is too large, capillary effects are unable to re-equilibrate sufficiently rapidly the liquid network, which tends to induce a complete drying of some region situated below the free surface. For model porous systems, such a scheme remains qualitatively valid down to nanometric pore size [START_REF] Thiery | Drying regimes in homogeneous porous media from macro-to nanoscale[END_REF].

With a cellulose slurry, there is first a major complication regarding this scheme: the elements composing the structure, i.e. the cellulose fibers, can deform when submitted to some stress such as the capillary stresses which typically develop during drying; as a consequence the apparent volume of the solid structure of the porous medium may vary, so that we are dealing with a compressible porous medium. In that case, some water content gradient can develop, as was for example observed for emulsions [START_REF] Goavec | Strengthening and drying rate of a drying emulsion layer[END_REF], microgels (Keita et al. 2016 a) or polymeric bi-porous media [START_REF] Lerouge | Drying of a Compressible Biporous Material[END_REF]).

Here we study a relatively thick cellulose slurry sample initially containing a relatively small volume fraction of cellulose, and we follow its characteristics by NMR and MRI (Magnetic Resonance Imaging) all along its drying process. The data analysis provides a full scheme of the mechanisms at work during drying of such a material. We start by presenting the materials and procedures (Section II), then we present the results (Section III) and finally we discuss these data (Section IV).

Materials and procedures

Material

The cellulose paste was prepared as follows: cellulose fibers (Arbocel® BC1000, supplied by Kremer Pigmente), were mixed (at a weight solid fraction of 7%) with distilled water at room temperature for twenty minutes until obtaining a homogeneous paste. Arbocel® BC1000 is composed of natural crystalline cellulose fibers (with 99.5% cellulose content), of hydrophilic nature, which is only partly swollen by water without dissolving and is insoluble in most solvents. The average fiber thickness and length are respectively about 20 µm and 700 µm (see Fig. 1). The fiber density is

-3 m kg 1500
. It follows that the initial volume fraction of the cellulose in the sample is 5.3%. With such a compressible material of complex porous structure, we can appreciate the porous structure and estimate the pore size from a view of the compressed fiber packing after the paste shrinkage due to drying (see Fig. 1). In that case the typical pore size is a few tens of microns, and we can expect that the effective pore size at the beginning of the test is slightly larger. The drying of a cellulose paste was also observed using Environmental Scanning Electron Microscopy (ESEM). The experiment was performed on a FEI QUANTA 200 ESEM FEG device. The temperature in the ESEM chamber was fixed at 5°C and the vapor pressure and the relative humidity was varied from 870 Pa to 176 Pa and from 100 % to 20 % respectively.

Fig.1: ESEM Image of the cellulose paste microstructure

Set up

The cellulose paste was placed in a cylindrical glass dish (𝐷 = 9𝑐𝑚, 𝐻 = 5𝑐𝑚) up to a height of 4 cm. Under these conditions, only the top surface of the paste is in contact with air (see Fig. 1). A small container enclosing water was placed over a tripod lying on the center of the paste. At the very beginning of the test it slightly sinks (see Fig. 3) in the very soft paste, but then it remains at a fixed distance from the free surface of the paste, so that MRI measurements allows to determine the effective position of the free surface above the solid structure of the slurry. We then induce a constant dry air flux (relative humidity below 0.5%) vertically against the sample free surface and we follow the water amount distribution in time with NMR.

NMR

All measurements are performed at a 24/80 DBX 0.5-T 1 H MRI spectrometer by Bruker (20 cm open diameter in the sample area), operating at 20MHz. We look at the evolution of the water distribution in time with the help of MRI measurements, either from qualitative 2D images of a sample cross section along the vertical axis, or from quantitative 1D projections of the liquid content on the vertical axis, hereunder referred to as 1D profiles, where each data point represents the integrated NMR signal (proportional to the water mass) in a 1 mm thick layer. During the whole drying process, which usually took 2 weeks, the sample was simply left at the magnetic center of the MRI system and submitted to the dry air flux (see Fig. 2). The distribution of apparent water along the sample vertical axis (x) (see Fig. 2) was measured by means of the Single Point Imaging (SPI) sequence [START_REF] Emid | High resolution NMR imaging in solids[END_REF][START_REF] Bogdan | Single-point imaging of partially dried, hydrated white portland cement[END_REF]. In addition to other purposes such as removing susceptibility and chemical shift artifacts, this sequence is dedicated for studying materials with very short spin-spin T2 relaxation times, i.e. shorter than typically 1 ms, in contrast with more classical spin-echo sequences. As a consequence, here this sequence will a priori allows us to follow the water amount in almost any pore type in the system, in particular possible bound water or thin liquid films possibly formed in the ultimate stages of drying.

mm

The detailed parameters of the MRI sequence used were described in a previous study (Ben [START_REF] Abdelouahab | Convective drying of a porous medium with a paste cover[END_REF]. Our implementation allows the recording of a series of MRI profiles [START_REF] Prado | Concrete thawing studied by single-point ramped imaging[END_REF] T the relaxation time) to provide a profile ) ( 0 x s compensated for the effect of spin-spin relaxation and possibly field inhomogeneities. The representation of the signal relaxation with a monoexponential function is an approximation which may be shown to provide a reliable estimate of the amount of water present even in slight multiexponential cases (note that in any event the distribution of
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T is in a range of values lower than the 2 T values presented below). We then yield the distribution of water in small cross-section layers (1 mm thickness) along the sample axis (see Fig. 2) at different positions and time. Note that the measured profiles are also sensitive to the geometry of the sample and its container, which can explain the appearance of ramps on the edge of the profiles, i.e., a progressive decrease of the NMR signal over the millimeter order even if the saturation in the sample is homogeneous.

Imaging

2D Images were obtained in a vertical (radial) cross section of the sample by means of a spin-echo sequence with a slice selection [START_REF] Callaghan | Principles of Nuclear Magnetic Resonance Microscopy[END_REF]. The sequence tuning used a vertical and horizontal (read out) field of views of 6.5 cm and 20 cm respectively, with a space resolution of 1mm in both directions. The slice thickness is 1cm. The whole imaging process was repeated 8 times on purpose of phase cycling and signal accumulation, with TR=1 s and TE=4.2 ms, and lasted about 9 minutes. The measurements are weighted by spin-spin relaxation so as to well observe the various parts of the sample. The signal intensity on the MRI picture is therefore not directly proportional to the local water amount, but instead reads
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. However, we can remark that the local relaxation time 2 T in a desaturating porous medium decreases with the local water amount (as the liquid volume decreases more rapidly than the area of the liquid interface with air or solid). Indeed, according to the fast exchange [START_REF] Brownstein | Spin-Lattice relaxation in a system governed by diffusion[END_REF] model the relaxation time essentially varies with the volume/surface ratio. In a desaturating porous medium, air penetrates the liquid network, thus inducing new liquid-air interfaces and forming thinner liquid films along the solid surface, which decreases with the ratio of the volume of liquid in a pore to the wetted surface of this pore. This implies that, in any event, the apparent signal intensity in such images slightly decreases when the water amount decreases, which allows to follow qualitatively the 2D distribution of water in time.

Relaxometry

We also measured the complete NMR relaxation through a Carr-Purcell-Meiboom-Gill (CPMG) sequence composed of a first π/2-pulse and 2000 π-pulses during 5000 ms distributed in logarithmic intervals. The repetition time is 10 s to get a complete relaxation of all protons. This sequence is repeated 24 times to increase the signal to noise ratio. The distribution of the relaxation time T2 is then resolved by means of ILT (Inverse Laplace Transform) with a non-negative least square fit to the data with Tikhonov regularization, similar to the 'Contin' method [START_REF] Whittall | Quantitative interpretation of NMR relaxation data[END_REF]MacKay 1989, Provencher 1982), and described in more details in Faure and Rodts 2006. We finally get an apparent statistical distribution of T2, expressed in terms of signal intensity associated with each possible value of T2. Note that the exact shape of this "T-distribution" depends on the technique of regularization used, and in particular on the value of one specific factor used in the procedure (Faure and Rodts 2006), but the positions of the peaks and the amount of liquid associated with these peaks are robust values.

Roughly speaking the relaxation time is related to the mobility of water molecules, and specific interactions of water with their environment (e.g. adsorption, proton exchange with other species, or magnetic interactions at nanoscale). In the particular case of water embedded in a pore cavity, within the usual hypothesis of biphasic fast exchange [START_REF] Philippot | Analysis of microporosity and setting of reactive powder concrete by proton nuclear relaxation[END_REF], the general property is that, for a given pore shape, the relaxation time decreases when the pore size decreases [START_REF] Korb | Multiscale nuclear magnetic relaxation dispersion of complex liquids in bulk and confinement[END_REF]. As a consequence, if the T-distribution presents some peaks, they indicate different classes of pore sizes and/or water in different "states" (e.g. bound or free water), and the amount of liquid in each class may be estimated from the integral of the T-distribution around the peak.

Compression test

In order to estimate the force needed to compress the solid structure of the sample we placed the dry cellulose in a cylindrical container (diameter: 4 cm, initial height of cellulose: 15 cm) with a piston free to move in the cylinder on its top. The initial cellulose concentration in air was 7%. We then applied an increasing force to the piston, which induced its displacement to a new position. Thus the normal stress could be estimated by dividing the force by the area of the cylinder section, and the corresponding mean concentration of the cellulose sample could be computed from the loss of volume. More precisely the volume fraction of cellulose is equal to the cellulose volume (mass to density ratio) divided by the current sample volume. Note that the data obtained from such a test can only provide a rough evaluation of the normal stress vs concentration. Indeed, although we expect the shear stress along the (smooth) walls to be low due to wall slip effect we ignore its exact contribution to the measured force. Moreover, the stress and concentration are computed assuming the compression is homogeneous, which might not be strictly the case.

Results

We observe first a decrease of the level of the cellulose paste (see Fig. 3 a,b,c,d) with an NMR signal remaining almost constant in the paste volume, while the distance between the small water container and the paste surface remains constant. This means that, during this stage, water is extracted from the paste by evaporation from the free surface and the paste drying induces a homogeneous longitudinal shrinkage. The NMR signal remains approximately constant because the water fraction remains close to 1.

In the next stage the apparent paste volume remains constant, which means that no more contraction occurs, while the NMR signal starts to decrease, first somewhat heterogeneously (see Fig. 3 d,e), then homogeneously (see Fig. 3 e,f,g). We have no clear explanation for this initial heterogeneity, in particular for the faster desaturation along the cylinder walls. Neglecting this phenomenon, we can consider that during this phase the solid structure of the cellulose paste is kept fixed and the water is extracted homogeneously from this structure. In the last stage (see Fig. 3 h,i) a region with no apparent NMR signal develops from the sample top, while some slight contraction occurs (see dashed line in Fig. 4). The quantitative 1D profiles (see Fig. 4) evolve in agreement with this description. As drying progresses the total amount of water, corresponding to the integral of the signal over each profile, decreases. We can observe first a shrinking period (up to the dotted line), that we call here Regime A, during which the wet thickness of the sample, i.e. the length of the profile along the abscissa axis in Fig. 4, decreases.

We here interpret this effect as shrinkage rather than the growth of a dry region starting from the top surface of the sample thanks to the 2D images showing a constant distance between the small water container and the apparent sample top surface (see Fig. 3). It may be noticed that despite this shrinkage, which induces an increase of the cellulose concentration in the sample, the signal level (plateau) in the sample does not vary significantly. This results from the fact that the volume fraction of cellulose remains small, i.e. typically less than 10%, so that the impact of the presence of cellulose remains negligible on the signal. As a corollary, it is not possible to extract some reliable information about the evolution of the distribution of cellulose concentration in the sample.

In the next stage (between the dotted and the dashed line in Fig. 4), i.e. Regime B, the thickness of the sample does not change any more, meaning that no more shrinkage occurs. Instead the sample desaturates, first somewhat heterogeneously, with a gradient of concentration (first profiles after the dotted curve in Fig. 4), then homogeneously up to the end of this regime: the profiles evolve parallel to each other; more precisely, two of them are similar by a given factor of the NMR signal, which means that the concentration of water decreases homogeneously throughout the sample.

In the last stage, i.e. Regime C, after the dashed curve, the top edge of the profile seems to move progressively towards the left, as if some dry region was growing from the free surface of the sample (see Fig. 4). It is worth noting that at the same time the level of the profile below this apparent dry region goes on decreasing, indicating that the material goes on desaturating homogeneously in the lower part of the sample. This process (dry front and desaturation below) continues until complete disappearance of the signal. Since the fibers, which exhibit a very large aspect ratio, are entangled (even if they are only slightly deformed), the characteristic length ( a ) of fiber portion between two successive cross points with other fibers approximately corresponds to the pore size. By considering it corresponds to the radius of virtual spheres occupying the whole space (in disordered packing, i.e. at an apparent concentration of 62%), it is possible to estimate the variations of a with the solid fraction. Indeed, under these conditions the effective volume fraction of the cellulose is equal to the maximum packing fraction of these spheres times the fiber portion to sphere volume ratio, i.e.
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is the typical fiber radius. Note that taking into account the confined water in the fiber would induce a significant increase (see below) of b which, considering that the sample volume does not change significantly (see below), would induce approximately an increase of  by a factor 2 b , which leads to the same result: . This expression predicts that, for the initial solid fraction, μm 30  a and varies slowly when the concentration increases. The capillary stress which tends to contract the sample writes a 
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, which is rather large but slowly varies with the concentration (see Fig. 5). On another side the resistance of the structure to shrinkage can be estimated from the force associated with the network compression in our test with dry cellulose packing (see Fig. 5). We observe that this force rapidly increases from low values with the concentration. Initially it is thus much smaller than the capillary stress, so that we expect that the first menisci resulting from water extraction will easily induce sample shrinkage. Then, as long the concentration increases the normal stress needed to reach this concentration increases, so that for some critical concentration value the capillary stress is insufficient to further induce compression, this corresponds to the point of intersection of the two curves in Fig. 4. Beyond that point the sample will essentially keep its shape and progressively desaturate. Here we find a critical concentration around 8.5%, which is close to the value (9.2%) found for the transition between Regimes A and B from MRI measurements.

As long as this shrinkage acts the liquid distribution around the free surface remains the same, which explains that the rate of drying remains constant (see below). Indeed, under these conditions the gradient in the vapor distribution around the free surface remains constant, which induces the same rate of vapor diffusion [START_REF] Lehmann | Effect of wetness patchiness on evaporation dynamics from drying porous surfaces[END_REF].

Regime B

In this regime, since the sample does not shrink anymore, the extraction of water necessarily induces a desaturation of the porous network. The initial volume fraction of cellulose in this regime is now 9.2%. We describe the water content through the saturation  , the liquid to pore volume fraction.

During some initial stage the  decrease propagates downwards, which explains the gradient in the water profile observed at the beginning of Regime B (see Fig. 3). Then some slight gradient in water content remains but the profiles are essentially uniform and progress parallel to each other. This is the typical effect observed in simple porous media such as bead packings in a wide range of pore sizes [START_REF] Thiery | Drying regimes in homogeneous porous media from macro-to nanoscale[END_REF], which results from a capillary balance in the liquid network throughout the sample. For a fixed (i.e. non-shrinking) porous network initially filled by a wetting liquid the Laplace pressure increases when the saturation decreases, since the radius of the menisci decreases when the liquid films coating the structure get thinner. Some gradient of saturation in the sample then induces a flow from the more concentrated regions to the less concentrated ones, which has time to homogenize the concentration throughout the sample if the evaporation from the free surface is sufficiently slow.

As a consequence the drying in this regime takes the form of a liquid flow towards the free surface of the sample. Note that in this case vapor diffusion throughout the structure does not play a significant role because, as long as the air inside the sample is surrounded by liquid patches, the relative humidity inside the porous structure remains close to 100%. It follows that there is no gradient of RH along the sample length, and thus no vapor diffusion. This effect was for example demonstrated in a thin channel close on one side (see Keita et al., 2016 b): as long as there remains a continuous liquid film along the walls the RH is equal to 100% all along the channel and the liquid is drained towards the sample exit where it evaporates.

Moreover, as long the liquid patches are sufficiently close to each other, the relative humidity just above the free surface remains maximum, which ensures a constant rate of drying [START_REF] Lehmann | Effect of wetness patchiness on evaporation dynamics from drying porous surfaces[END_REF] and explains our observation (see Fig. 4).

Note that in this frame it is assumed that gravity is negligible. Actually, the impact of gravity may be appreciated by comparing the typical capillary stress in the partially saturated sample, i.e. R  2 , to the characteristic stress due to gravity, i.e. gH  , with  the liquid density, H the sample thickness and g the gravity. In all our tests the ratio between the capillary stress and the gravity stress is much larger than 1, indicating that gravity effects are negligible.

Regime C

In this regime a new phenomenon occurs: an apparently dry region progresses downwards while the saturation goes on decreasing homogeneously in the rest of the sample (see Fig. 4). The saturation at which this effect starts to develop can be computed by dividing the amount of water at that time to the amount of water at the beginning of regime B, i.e. when the solid porous structure is fixed (at least for Regime B). We find a critical saturation of 18 %, which is in the order of the values found for bead packings with similar pore size (Thiery et al. 2013).

Such a dry front develops because, in contrast with the situation in Regime B, now the rate at which the water is extracted from the sample top is too large with regards to the rate at which it can flow for re-equilibrating the saturation due to capillary effects (see e.g. [START_REF] Coussot | Scaling approach of the convective drying of a porous medium[END_REF]. Indeed, the flow rate of liquid transport driven by capillary effects decreases when the liquid film thickness decreases, i.e. when the saturation decreases.

However, here, we have so far left aside the question of water state, assuming that we were dealing with a single type of water, in the form of free water in relatively large pores. Actually, we can get some information on the pore sizes in which water is embedded from the distribution of NMR relaxation times. Essentially four peaks are visible (see Fig. 6). Considering the relative large T2 values to which they are associated, the two peaks on the right likely correspond to free water in the pores of the structure of fibers, which would thus contain two types of pores of different characteristic sizes.

It must be emphasized that the relaxation times of these two peaks are rather close, so the pore sizes too. Also note that from such basic measurements and without knowing the NMR relaxivity of the medium, it is not possible to quantify further, in a straightforward way, the exact pore size and shape. However we can usefully compare these results with those obtained with hardwood, which is a material for which we can expect a value of relaxivity close to that of cellulose, since water lies in a similar structure. We find that the T2 values of these two peaks are larger than the T2 value (around 100 ms) for water in fibers, whose diameter is about 10 microns, and smaller than the T2 value for vessels (around 600 ms), whose diameter if about 100 microns [START_REF] Penvern | How bound water regulates wood drying[END_REF]. This confirms that the pore size of water in this range corresponds to a few tens of microns, as described above.

The third peak is situated at much smaller T2 values, around 20 ms. This a priori corresponds to water situated in pore size of the order of one micron. To go on with our comparison with NMR measurements in hardwood, a peak at such a T2 value was attributed to water in the rays of poplar [START_REF] Penvern | How bound water regulates wood drying[END_REF]. Indeed, it is situated above (in terms of T2 value) that associated with bound water and below that associated with free water in fibers which, from structure observations, exhibit a smaller surface to volume ratio than the rays. Moreover, the fact that it is associated with a peak clearly distinct from the others means that there are very limited exchanges between free water and this water type. This will be confirmed by the observation that the free water peak disappears first while the third peak remains intact. This leads us to suggest that this peak corresponds to some (free)

water situated between the macrofibrils of the cellulose fibers. The fourth peak (on the left) seems to be somewhat mobile. We have no explanation for this mobility. However, the low value of the corresponding relaxation time, i.e. between 1 and 10 ms, indicates that the corresponding water is more deeply embedded than the rest of water. This might correspond to either water between microfibrils or bound water. A further analysis of this water type is provided by [START_REF] O'neill | Dynamics of water bound to crystalline cellulose[END_REF]. Note that the corresponding fraction of water is anyway rather low, as it appears from Fig. 6, which is consistent with the assumption that it corresponds to bound water. Indeed, the fiber saturation point being equal to 10%, we here expect the fraction of bound water to be equal to 0.7% of the total initial water amount.

These results and our analysis are consistent with those of [START_REF] Felby | Cellulose-water interactions during enzymatic hydrolysis as studied by time domain NMR[END_REF]. The three main types of water identified here also appear to correspond respectively to the three water types identified by DSC, namely the bulk or free water, the freezing bound or capillary water, and the non-freezing bound water [START_REF] Burghoff | Characterization of water structure in cellulose acetate membranes by calorimetric measurements[END_REF][START_REF] Yamauchi | Differential scanning calorimetry as an aid for investigating the wet state of pulp[END_REF][START_REF] Weise | Quantification of water in different states of interaction with wood pulp fibres[END_REF]. Finally, in the present context we will not further elaborate on these aspects but simply retain that these two peaks on the left are associated with water much more confined than the water associated with the two other peaks, and we will call them altogether "confined water". We will thus not distinguish between the two last types of water contained in micronic or nanometric pore sizes distinguished by [START_REF] Topgaard | Changes of cellulose fiber wall structure during drying investigated using NMR self-diffusion and relaxation experiments[END_REF].

As drying progresses the peaks evolve differently. First the two peaks on the right at the same time decrease and move to the left, while the third and fourth peaks remain more or less the same (see Fig. 6). Finally the peak on the right disappears while the second peak goes on decreasing and approaches the third peak. 7: Water fraction as a function of time for the different classes identified from the distribution of relaxation times (see some of these distributions in Fig. 6): (triangles) first peak on the right, (circles) second peak, (blue stars) total of these two peaks, i.e. free water, (red diamonds) third and fourth peaks, i.e. confined water, (squares) total water. The letters correspond to the different regimes identified in the text. The evolution of the total fraction of water deduced from the integral of the water content profiles (see Fig. 4) is also shown (small green filled circles)

We can follow more precisely the water amount associated with each class of water, by integrating the distribution in the range associated with the corresponding type of water, i.e. below each peak. The result of this integration should be proportional to the water mass in each class. The corresponding fractions of water mass of each class are represented in Fig. 7. The total fraction (total water mass divided by the initial value) is also computed from the integration of the successive profiles in time shown in Fig. 4. The result is perfectly similar to the total fraction obtained from the T2 distribution (see Fig. 7), which confirms the validity of the technique.

We see that during Regime A (i.e. shrinkage regime) the two classes of free water progressively disappear with a similar dynamics, while the confined water remains constant. Moreover, the relaxation times of these two free water types decrease, i.e. the T-distribution is shifted towards lower T2 values (see Fig. 6), which is consistent with the fact that during shrinkage the pore size progressively decreases [START_REF] Häggkvist | Effects of drying and pressing on the pore structure in the cellulose fibre wall studied by 1 H and 2 H NMR relaxation[END_REF]. The amount of these two water classes and the corresponding relaxation times (see above) go on evolving in a similar way in Regime B, during which no more shrinkage occurs. This now reflects the fact that, as long as the saturation decreases in the porous network, air occupies more space in the porosity, so that the liquid volumes form thinner films in contact with the solid (cellulosic) structure, in which the water exhibits a smaller relaxation time than in the filled pores. Importantly, as the T-distribution shifts towards lower values, the peak shapes remain similar, i.e. they do not spread. This further proves that the desaturation is essentially homogeneous throughout the sample, otherwise we would have some fraction of water still exhibiting a relaxation time close to the initial one, and the right side of the peaks would remain attached (largest T2 value) while the peaks spread towards lower T2 values.

Remarkably, in this regime, the apparent amount of confined water increases (see Fig. 7). We do not see any reason for which the effective amount of water between the macrofibrils would increase at that time since the maximum amount should have been absorbed rapidly after the cellulose has been put in contact with a large amount of water. More likely, here, as long as the porous medium desaturates, leading to a complex liquid network wetting the solid structure, some thin liquid films, say of micrometric thickness, form along some portions of the fiber surfaces, connecting liquid patches of much larger volumes (which ensures the bulk water transport towards the free surface, and thus ensures a constant drying rate). These liquid films exhibit a small relaxation time, of the order of that of the (main) confined water, so that they appear as confined water in our measurements. As desaturation progresses, more liquid films are formed and finally there remains (point O) only such liquid films in addition to confined water. From that point, the confined water and water in liquid films will progressively disappear in an indistinguishable manner.

Although we have no definite evidence it is likely that during regime B till point O the confined water amount remains constant. The situation is less clear beyond that point: the thin water films coating the external surface of the fibers and the thin water layers between macrofibrils might behave in a similar way. It is remarkable that during the period between point O and the beginning of regime C the drying rate (associated with total water evaporation) remains constant (see Fig. 7) and the water content distribution remains homogeneous (see Fig. 4).

We can have further information about the time at which the confined water starts disappearing from a more thorough look at the sample size evolution. Indeed, the extraction of this confined water should induce a contraction of the fiber, which should induce a contraction of the structure. However, the shrinkage of the sample structure based on a network of fibers in contact, and resulting from fiber shrinkage, depends on the distribution of fiber orientations and on the detailed shrinkage characteristics of the fibers (in their longitudinal and radial directions). According to our assumption of fiber shrinkage due to water penetration between macrofibrils it is natural to consider that they essentially shrink radially, i.e. longitudinal shrinkage is negligible. Then, the fiber network is a priori made of fibers in any direction and in contact. Along some direction, the average amount of cellulose fibers being equal to their volume fraction, the maximum shrinkage of the network is obtained if along this direction we only find fiber radial cross-sections (which is not possible from a strict point of view, as we need some fibers oriented along their longitudinal direction). In this ideal case, the sample shrinkage is equal to the loss of volume of the fibers relatively to the sample volume. Here the fraction of confined water, with regards to the sample volume, at the beginning of regime B (point P in Fig. 7) is found from the ratio of the confined water volume (1.1 cm3) to the sample volume (equal to the total water volume (6.6 cm3) plus the cellulose volume (0.67 cm3)), which gives 15%. So, according to the above reasoning, when the confined water is extracted, we expect a maximum shrinkage of 15% of the sample volume. Now using the raw data associated with the 2D images we can determine the exact position of the small water container in time (see Fig. 8). We see that, apart from some slight discrepancy at the beginning of the test (due to the fact that it slightly sinks) the container follows exactly the water profile, which corresponds to the shrinkage regime (A), then it remains constant, which exactly corresponds to the desaturation regime (B). Interestingly, in Regime C, it starts again decreasing. This process is certainly due to the disappearance of confined water and we deduce that confined water disappears mainly in regime C. As a corollary, we can consider that only confined water remains in Regime C. The corresponding shrinkage is about 10% of the sample volume, which is below but still in the order of the maximum expected shrinkage from above calculations based on the extraction of confined water from fibers in a particular structure. From above measurements we can also estimate the shrinkage of cellulose fibers. The volume of cellulose being 0.67 cm3 and that of confined water 1.1 cm3, we deduce that the fiber volume should turn from 1.77 to 0.67 cm3, meaning that they individually shrink by a factor 2.6: their initial apparent volume is about 2.6 times their volume under dry conditions. In order to check this we observed the drying of a paste sample with ESEM. We did not quantify the drying progression but were able to observe the details of the paste structure when there remained essentially confined water. This is proved by the fact that we distinguish the shape of the cellulose fibers all along this period until full drying (see Fig. 9). Indeed, we can see that the shape of the fibers do not change during this period; if some water films were covering the fibers at the beginning (i.e. in Fig. 9a), except if they are extremely thin (a few nanometers) and then stabilized by the disjoining pressure, they could not follow exactly the shape of the fibers as the capillary equilibrium cannot be respected by simply covering such particles of complex shape with a film of given thickness.

From direct measurements on these images we find that on average the ratio between the diameter of the fibers in the first picture and that in the last picture is about 1.4, which means that the associated volume change is about 2. This value is lower than the expected one from above NMR measurements (i.e. 2.6), but this may be due to the fact that here we do not control the exact state of the material, i.e. we do not know if Fig. 9a corresponds to the first point for which there remains only confined water or a point later. In any event, these observations confirm the large individual shrinkage of the fibers, which further supports our interpretation of the NMR data. Under these conditions, if we assume that between O and regime C the free water films are drained homogeneously while the confined water remains fixed so that it does not play any role, the surprising result here is that usually in such a case, i.e. with thin films remaining along the pore walls, a dry front develops because the rate of transport driven by capillary effects is too low [START_REF] Coussot | Scaling approach of the convective drying of a porous medium[END_REF]. The latter phenomenon explains the second period of drying necessary to remove the final liquid amount (typically for a saturation of 10 to 20% [START_REF] Thiery | Drying regimes in homogeneous porous media from macro-to nanoscale[END_REF]. Here, if we consider the confined water fixed and thus a constitutive part of the solid porous structure, the saturation associated with the liquid films is 15%, in the range for which a dry front usually develops, whereas it appears that a dry front only develops from 248 hr of drying, when all these liquid films have disappeared.

This suggests that our assumption of a fixed confined water in the period starting from point O is wrong. There might be some simultaneous disappearance of both types of water. Instead we suggest that the films disappear first, without the development of a dry front, helped by confined water which plays a fundamental role in the process, by transporting the remaining water in the films towards the top surface of the sample. This effect is somewhat similar to that recently described in wood drying [START_REF] Penvern | How bound water regulates wood drying[END_REF]. In this case the free water is partly dispersed in cavities inside the structure, with almost no connections, but a constant drying rate is observed as long as there remains bound water, which suggests that this bound water extracts free water from the interior of the sample and transports it towards the free surface.

The final extraction of confined water then would start only in regime C, leading to the development of a concentration gradient, looking almost like a dry front progressively invading the whole sample (see Fig. 8). It is worth emphasizing that during this process the water content below this dry region goes on decreasing homogeneously (see inset of Fig. 8). Such an effect results from some effect of reequilibration of the water concentration in time, thanks to a transport process.

At this time we could assume that vapor diffusion throughout the structure could play a significant role in this water transport. However, the situation is finally similar to that for Regime B: the relative humidity inside the porous structure remains close to 100% as the air is surrounded by walls contained free water (even if this water somewhat confined, we are well above the Fiber Saturation Point). It follows that there is no gradient of RH along the sample length, and thus no vapor diffusion. This is the definite evidence that this confined water can be transported through the sample. This leads to the surprising result that the water confined inside the cellulose fibers is able to be transported from fiber to fiber, through some connected hydraulic network.

Conclusion

We showed that during the drying of a cellulose paste all the bulk water, i.e. comprised between the fibers, is extracted first at a constant rate, while the drying rate remains constant. During this process the paste shrinks until capillary effects cannot induce further compression, then it homogeneously desaturates as long as gravity effects are negligible. In contrast with standard porous media, with a structure made of non-permeable solid material, the constant drying rate is maintained even when the bulk water content is very low. This is allowed thanks to the presence of free water confined inside the fibers, which can help transport the bulk water towards the sample free surface. This phenomenon exhibits some similarity to the effect observed: 1) for hardwood, in which bound water allows to transport free water almost enclosed in depth in the solid structure towards the sample free surface [START_REF] Penvern | How bound water regulates wood drying[END_REF], and 2) for model biporous systems [START_REF] Lerouge | Drying of a Compressible Biporous Material[END_REF]) made of large pores dispersed in a matrix of small pores, in which the large pores are fully emptied first even in depth. In both cases a constant drying rate is observed all along these processes. In the case of the cellulose paste this extraction apparently relies on a continuous network of confined water throughout the structure, connected by fiber contacts.
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 2 Fig.2: Conceptual scheme of the set up and the 1D MRI profile measurement (one point along the profile corresponds to the total NMR signal in a thin layer of sample)

Fig. 3 :

 3 Fig. 3: 2D MR images of the cellulose paste at different times during drying. Note the « tripod » (cubic volume filled with water) lying at a given distance over the sample free surface. The NMR signal on the color scale (in arbitrary units) is for each phase an increasing, but non-linear, function of the local water amount (see Section II)
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 4 Fig. 4: Successive NMR water amount profiles (from top to bottom) along sample axis at different times (time interval 5 h) during drying of a cellulose paste. Transition to regime B at 124 h (red dotted line); transition to regime C at 248 h (red dashed line). The dry air
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 5 Fig. 5: Normal stress vs concentration (open squares) for the dry cellulose paste during a compression test (see Section Materials and Procedures), and estimation (see text) of the capillary stress for each concentration (continuous line). The dotted line marks the end of shrinkage; it is situated at the point of intersection of the two curves

Fig. 6 :

 6 Fig. 6: Distributions of relaxation time for the whole cellulose paste sample during drying, at different times: (blue curves) 0, 50, 100, 150 h, (orange curves) 175, 200, 225 h, then every 12 h (magenta curves)

Fig. 8 :

 8 Fig.8: Position of the feet of the small water tripod container (orange diamonds) and position of the apparent front of water (blue squares), i.e. mean position of the frontal part of the water profile, as a function of time. The inset shows the water content profiles during regime C: (from top to bottom) every 2.5 h from 248 h after the beginning of the drying test

Fig. 9 :

 9 Fig. 9: Environmental scanning electron micrographs of a cellulose paste structure during drying
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