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Abstract

Swelling of clay—sulfate rocks is a serious and devastating geo-hazard, often causing damage to geotechnical structures
Therefore, understanding underlying swelling processes is crucial for the safe design, construction, and maintenance of infra-
structure. Planning appropriate countermeasures to the swelling problem requires a thorough understanding of the processe
involved. We developed a coupled hydro-mechanical (HM) model to reproduce the observed heave in the historic city of
Staufen in south-west Germany, which was caused by water in ow into the clay—sulfate bearing Triassic Grabfeld Formation
(formerly Gipskeuper = “Gypsum Keuper”) after geothermal drilling. Richards’ equation coupled to a deformation process
with linear kinematics was used to describe the hydro-mechanical behavior of clay—sulfate rocks. The mathematical model
is implemented into the scienti ¢ open-source framework OpenGeoSys. We compared the model calculations with the meas-
ured long-term heave records at the study site. We then designed a sensitivity analysis to achieve a deeper insight into th
swelling phenomena. The synthetic database obtained from the sensitivity analysis was used to develop a machine learnin
(ML) model, namely least-squares boosting ensemble (LSBoost) model coupled with a Bayesian optimization algorithm to
rank the importance of parameters controlling the swelling. The HM model reproduced the heave observed at Staufen with
su cient accuracy, from a practical point of view. The ML model showed that the maximum swelling pressure is the most
important parameter controlling the swelling. The other in uential parameters rank as Young’s modulus, Poisson’s ratio,
overburden thickness, and the initial volumetric water content of the swelling layer.

Highlights

*  We developed a fully coupled hydro-mechanical model to reproduce the observed heave in the historic city of Staufen.

* The model is able to describe the swelling behavior of clay-sulfate rocks with an accuracy su cient for practical applica
tions.

* The calculated heave is highly sensitive to the maximum swelling pressure and to a lesser degree is in uenced by the
Young’'s modulus of the rock.

KeywordsAnhydrite-bearing clay rocks - Swelling - Hydro-mechanical modeling - Machine learning - Staufen

1 Introduction

Clay swelling, a common phenomenon observed in soils and
sedimentary rocks, can generate damaging stresses during
wetting or drying cycles. Identi cation of factors a ecting

the swelling is important for understanding and ultimately
preventing the damage (Wangler et al. 2008). In clay—sulfate
rocks, the swelling has caused unforeseen problems in vari-

*  Reza Taherdangkoo
Reza.Taherdangkoo@ifgt.tu-freiberg.de

! TU Bergakademie Freiberg, Geotechnical Institute, ous geotechnical projects leading to lengthy operational dis-
GustavZeunerStr. 1, 09599 Freiberg, Germany ruptions and costly remediation measures (Anagnostou et al.
?  Navier, Ecole des Ponts, Univ Gustave Ei el, CNRS, 2010). Although rock swelling has been known for more than
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a century since the construction of the Schanz railway tumumber of swelling experiments and the fact that none of
nel in Baden-Wirttemberg in Germany, the underlying prothe experiments reached equilibrium conditions. System-
cesses are not, yet, fully understood (Schadlich et al. 2018tic experimental studies are scarce, because gypsi ca-
Wanninger2020. In general, the swelling is triggered by tion of anhydrite can take several years to complete, and
an in ow of water into clay—sulfate rocks which leads toexperiments are usually terminated prematurely (Butscher
volume increase by expansive hydration of the mineral-anhet al.2016; Schweizer et a2019; Wanninge2020).
drite (Butscher et al. 2016). Once the swelling is triggered, Numerical models considering coupled thermal,
the ground heave may continue to develop for many yeahgdraulic, mechanical and chemical processes are essen-
and it is practically impossible to stop the swelling by curtial to understand the swelling behavior of clay—sulfate
rently known engineering methods (Fleuchaus e2@L7; rocks comprehensively. Several nite element models have
Jarzyna2022; Schweizer et a2019). already been developed to address the swelling in vari-
The threats imposed by swelling of clay—sulfate rocks areus settings in Austria, Germany, Spain, and Switzerland
mostly encountered during the construction of railway ande.g., Anagnostod993; Ramon et ak017; Schadlich
road tunnels and viaducts. Major problems occurred in turet al.2013 Wittke 2014). Although these models success
nels, e.g., the Wagenburg, Engelberg, and Belchen tunnetg|ly simulated the swelling deformations, their generali-
constructed in the Triassic Grabfeld Formation (formerlyzation capability remains limited because of the existing
Gipskeuper = “gypsum Keuper”), which is commonly foundgaps in the overall understanding of the swelling process
around the Stuttgart metropolitan area in south-westerfButscher et al. 2016,018). A lack of knowledge still
Germany and Jura Mountains in north-western Switzerlanexists with respect to coupling between hydraulic, mechan-
(Anagnostou et al. 201@015; Butscher et al. 2011; Sassical, and chemical processes due to a lack of long-term
et al.2010). For example, in the Wagenburg tunnel, whiclexperiments that would deliver a database for the develop-
connects the center with the eastern part of Stuttgart; heament of a coupled model (Wanningz20).
ing of the unsupported tunnel oor of 1.1 m was measured Machine learning (ML) has been successfully applied
over a span of 25 years (Berdugo et al. 2009; Wanningéor a wide range of problems in the eld of geotechni-
2020). In Spain, tunnels constructed to provide a higheal engineering. ML models are non-parametric statisti-
speed railway from Madrid to Barcelona were a ected bycal tools that do not require any pre-assumptions between
extreme sulfate-related heave (Alonso et al. 2013; Ramanputs and outputs and are capable of handling complex
etal.2017). nonlinear input—output relationships. Recently, Zhang
The swelling behavior is mainly attributed to (1) osmoticet al. (2021) adopted a long short-term memory learning
water uptake of clay minerals driven by a concentratiomethod to reproduce stress—strain behavior in clay soils.
gradient between the clay matrix and the free pore wat@fraherdangkoo et al. (2022) developed a neural network
(Madsen et al. 1991), (2) hydration of clay minerals, i.e.model to determine the solubility of anhydrite and -gyp
crystalline swelling (Madsen et al. 1989), and (3) the chemisum minerals in aqueous solutions with implications for
cal transformation of anhydrite into gypsum, i.e, gypsi ca-swelling of clay—sulfate rocks. In this context, a predictive
tion of anhydrite, which is the key process controlling theML model based on supervised learning can be applied to
swelling phenomenon (Butscher et al. 2011; Jarzyna 2022)ank the relative importance of parameters in uencing the
The latter is accompanied by a volume increase of up toydro-mechanical swelling of clay—sulfate rocks.
61% (Butscher et al. 2016). However, should the expansion We employed a hydro-mechanical model, which depends
be prevented, e.g., by an inverted arch in tunneling, the rodn the water content of the rock, to study the swelling behav
may exert high swelling pressures on the lining and damager of clay—sulfate rocks. The geodetic heave measurements
the structure through heaving of tunnel sections (Wanningett the Staufen study site were used to calibrate the model and
2020). evaluate the performance of the modeling approach. We then
A swelling law stating the stress—strain relation as weltonducted a sensitivity analysis of the material properties
as the time dependency of the swelling process allows pref the swelling layer, namely the maximum swelling pres-
dicting the mechanical behavior of clay—sulfate rocks. Fosure, Young’s modulus, Poisson’s ratio, overburden thick
pure clay rocks, a distinct linear relationship between theess, and the initial volumetric water content. We compiled
swelling strains and the logarithm of swelling stresses hassynthetic dataset using the heave modeling data to build a
been established, widely known as “Grob’s law” (GrobML model, speci cally a least-squares boosting ensemble.
1972 Madsen et al. 1999 However, laboratory experi- Finally, we employed the ML model to rank the relative
ments illustrated that Grob’s law is inadequate for descridmportance of parameters in uencing the HM swelling of
ing the swelling behavior of clay—sulfate rocks (Pimen-clay—sulfate rocks.
tel 2007). The relation of swelling strains to stresses for
clay—sulfate rock is unknown so far due to the limited
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2 Study Site monitoring network, which corresponds to a total of 3431
observation points (Schweizer et 2018), is depicted in
2.1 Overview Fig. 1. All heave and subsidence values were referenced

to the absolute (and in a few cases projected) elevation at
The study site is located in the city of Staufen in south-weghe time before the BHE drilling. The analysis showed that
Germany, where geothermal drilling in clay—sulfate rocks ofnly a very small ground heave close to zero was meas-
the Gipskeuper Formation caused severe damage to infriaced at around 1400 observation points. The maximum
structure with costs so far exceeding 100 million euros (Sasgeasured heave was 0.4106 m, and the average value was
et al.2010; Fleuchaus et al. 2017). In 2007, seven well§.0785 m. The heave at 85 points was equal to or higher
with a depth of up to 140 m were drilled to install borehold¢han 0.3 m. Small subsidence at some observation points
heat exchangers (BHE). The wellbore integrity failure of@ total of 66 points), which surround the heaved area,
at least one BHE created a hydraulic connection betweatas also measured. The maximum measured subsidence
a separated artesian aquifer and the overlying Gipskeup&gs 0.0038 m.
Formation, which in turn led to an upward ow of water. The heave measurements (3431 observation points) were
The fractures and discontinuities within the swelling layetised to calibrate the numerical model and evaluate the accu-
further facilitated the lateral ow of water triggering the racy of the presented modeling approach. However, in the
chemical transformation of anhydrite embedded within theéompiled dataset (Schweizer et al. 2018), the number of
clay layer into gypsum. This process called “gypsi cation ofmeasured heave data was limited at the start of the cam-
anhydrite”, led to a net increase in rock volume (Sass et 1aign, and more data were acquired after installing all the
2010; Butscher et al. 2016; Fleuchaus et al. 2017). Since tie@servation points. The analysis showed that the dataset has
operation, a ground heave with uplift rates of up to 11 mrhigh variability and ambiguity for various distances from
month (LGRB 2010), has been observed resulting in a totdhe center, indicated by the large spread of heave values (see
ground heave of up to 0.6 m, measured between 2007 af@ct.4.1). The heave body is distinctly anisotropic, espe
2018 (Fleuchaus et #017). cially in proximity to the center, which further makes the

Countermeasures to mitigate the swelling process wefgodel’s performance evaluation di cult.

initiated in 2009. These measures included re-grouting of
the defective BHE and installation of pumping wells into
the artesian aquifer below the Gipskeuper Formation t8 Methodology
reduce the hydraulic potential in the aquifer, which led to
the lowering of water in ow into the clay—sulfate rocks 3.1 Coupled Hydro-Mechanical Model
(LGRB 2010; Grimmet et al. 2014; Ruch et al. 2013; Sass
et al. 2010). Although the countermeasure e ectively 3.1.1 Motivation
decreased the heave rates at the ground surface, it failed to
completely stop further swelling heave. A possible explaSeveral numerical models have been developed to study
nation is that the swelling continues until all the watetthe swelling behavior of clay—sulfate rocks. Grob’s law was
intruding into the swelling layer is consumed by the gypsiprimarily implemented in most of these models to simu-

cation of anhydrite (Butscher et a2016 Jarzyna2022. late mechanical deformations. For instance, Anagnostou
2.2 Geodetic Data 1500 _

A geodetic monitoring network including 106 observa- ~ 1000

tion locations was set up to observe surface deformatic %

in the a ected area (LGRB 201@012). The monitoring =

campaign started on 14 January 2008 with 14 observ. o

. ) _ L 500

tion locations, and thereafter, the rest of 106 observatic

locations were successively installed until 18 May 2010 M
During the monitoring campaign (from January 2008 tc o Lm

September 2011), the sampling was repeated 49 times 0 0.1 0.2 0.3 0.4
irregular intervals of 11-63 days. Heave [m]

The frequency distribution of the measured heave val-

ues in both time and space obtained from the geodetigy. 1 Histogram plot of geodetic heave measurements at the Staufen
study site obtained between 14 January 2008 and 12 September 2011
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(1992,1993) developed a coupled HM model to study the
e ect of seepage ow on deformation patterns around o )
tunnels excavated in swelling rocks. Wittke (2003) devel-
oped a coupled HM model, the swelling law coupled witivhere is the porosity, the water density, the water
the seepage ow, employing a water uptake coe cient toviscosity, and the water saturation. is the water pres-
take into account the water transport and gypsi cation ofure, the gravity acceleration vector, the intrinsic per
anhydrite. The HM model was calibrated in a test ga”er\yneability, and the solid skeleton velocity. The Biot—Willis
at the Freudenstein tunnel in Germany. Schadlich et a§o€ cientis , and the bulk moduli of the solid and water
(2013) developed a mechanical model to study the swelRhase are and , respectively.
ing deformations along the rst tube of the Pfandertun Richards’ equation is solved for uid pressure as the pri-
nel in Austria. Ramon et al. (2013) implemented gypsuninary variable. The constitutive relation between the capillary
crystal growth in a standard coupled HM formulation forPressure and the degree of saturation, i.e., the water retention
saturated porous media to simulate the heave of the centf&¥rve, is required to close the system of equations. The accu-
pillars of a railway bridge. Ramon et al. (2017) developedacy of the coupled solution depends on the water retention
a hydro-chemo-mechanical model to simulate the swellingurve. Thus, appropriate selection of the constitutive relation
behavior observed in the Lilla tunnel in Spain. for the material and expected stress conditions is crucial (Fred-
The swelling heave observed at Freudenstein tunndHnd 2006). The relation between capillary pressureand
Lilla tunnel, Lochviller, Pont de Candi, and Staufen wasaturation was described by van Genuchten (1980) as follows:
triggered by a change in hydrologic conditions (Alonso B
et al.2013; Butscher et a016; Ramon et aR017; Sass (3)
et al.2010; Wittke 2014), leading to ingress of water into :
. where  expressed by is a parameter related to
the swelling zone. The water uptake of clay—sulfate rocks. . . .
. . air entry pressure, andis the air entry value. i3 a pore
is controlled by the water consumption of the clay and the. Lo . T
dissolution of anhydrite in groundwater, which depends c)5|ze Q|str|but|on parameter. The e ective saturationis
- - escribed as
the ionic compositions of the groundwater, and the sub-
sequent crystallization of gypsum. The gypsi cation of
anhydrite, which delays the water uptake of clay—sulfate - (4)
rocks, is governed by transport processes such as convec-
tion of ions within the groundwater (Butscher et al. 2016Where s the maximum water saturation, ands the
Wittke 2014). Therefore, we employed an HM model thatesidual water saturation of the rock medium. The volumet-
takes into account the water uptake of unleached clay—suic water content was de ned as . The in situ state is
fate rocks to describe the swelling processes. Unlike th@haracterized by and is the initial water satura
previous HM modeling studies that implemented thdion. The volumetric water content at saturation
Grob’s law (e.g., Schadlich et al. 2013; Wittke 2014),corresponds to a state in which the swelling process, i.e.,
Richards’ equation coupled to a deformation process withydration of the clay rock and the gypsi cation of anhy
linear kinematics was used to simulate the hydro-mechafiite fraction embedded within the clay, is completed. Note
ical behavior of clay—sulfate rocks. that the complete transformation of anhydrite into gypsum
may only occur where the clay and anhydrite fractions are
adequetly distributed with the swelling rock.
3.1.2 Summary of Governing Equations
3.1.2.2The mechanical proce§he mechanical model

In summary, the governing equations are as follows:  solves the equilibrium conditions

3.1.2.1The hydraulic procesRichards (1931) equation ()
was used to describe ow in porous media, which can bﬁ/here

; is the intrinsic solid density andis the total stress
written as (Ka e et al. 2022):

tensor, which relates to the e ective stress tensday the
extended Bishop’s model:

(6)

(1) where is Bishop’s function, often set equal to the
water saturation. is the unit tensor, and is the swelling

with pressure. We employed a swelling model often employed
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for swelling clay rocks (Graupner et al. 2018; Schéfers et al. was set to a fixed inflow rate

2020), which relates the swelling stress to the maximurf ) during the rst 790 days, and then it was

swelling pressure by saturation changes as follows:  set to a no- ow boundary to account for the mitigation
period. The in owing water ow rate was de ned on the
basis of Schweizer et al. (2018) ndings. The ambient and

For simplicity, this relationship is kept linear in this study,N ©Wing water was assumed as pure water, having a den-
. These assumptions di er from the

but non-linear forms are possible. All processes describedty Of 1_0_00
above were realized using OpenGeoSys (OGS) (Kmditgomposmons of water s_amples taken from groundwater
et al. 2012; Bilke et al. 2019), which is a nite element Wells (LGRB 2010). For instance, the ambient groundwa-
method-based simulator for coupled problems in porou Within the unleached gypsum Keuper has high calcium
media. sulfate concentrations, saturated with respect to gypsum,
and slightly undersaturated with respect to anhydrite.
3.1.3 Model Setup These signi cant di erences in water compositions have
negligible in uence on the modeling, as the chemical reac-

The axisymmetric 2D domain has a length of 240 m and tions have been ignored in the present study. The Ie_ft side
vertical extent of 104.5 m, representing the thickness of the was set to a no- ow boundary. The right
swelling layer (42.5 m) and the overburden layer (62 m). Th&!d® o was set to a pressure boundary
latter is obtained by lumping all layers above the swelling laydfdu@! to the initial pressure. Regarding the mechanical
into one. The sedimentary layers are assumed to be homoge@undary conditions, the lateral and bottom sides were
ous in our model. The simulation consists of three phases: (X N their normal direction (roller). The top boundary
the steady-state initial condition, (2) the geothermal drilling@S Set to be traction free. _ _
operations on 3 September 2007 leading to the in ow of water 1 1€ Pehavior of the medium was considered to be iso-
into the swelling layer, and (3) the mitigation measures thdfopic. The vqlues of tWO_ elastic constants, Young's modu-
started on 4 November 2009, after which the water ow to théus E and Poisson’s ratio, as ngl as hydrogeological
swelling layer was stopped. The total simulation time (phasd@'@meters were taken from various sources (Benz et al.
2 and 3) was set to 1500 days, the second phase lasted 79¢2: LGRB 20102012; Schweizer et al. 2018). Mechani-
days, and the third phase lasted 710 days (LGRB 201Q). cal and hydrogeological parameters of the overburden

During the leakage period, water ows into the swelling layel@Yer were calculated by the weighted arithmetic mean of
from the left side of the domain with the geological layers, which can be used to determine the

an in ow rate of (Schweizer et al. 2018). Dur average properties of layered, parallel beds. The material

ing the mitigation phase, the leakage (water in ow) is stopped,
while the mechanical behavior (heave) is observed further.

The domain is initially at the in situ state ( ) with an
initial pore pressure corresponding to . Table 1 Material parameter values. The values of intrinsic permeabil-
The gravity was neglected, and thus the initial pressure wé¥ are adjusted after the model's calibration
constant throughout the domain. The model was used to C@'roperty Units  Swelling layer Overburden layer
culate water pressure and stress changes with respect to the

initial in situ state. We acknowledge that with deactivating'®u"9’s medulus ()~ MPa 500 1000

gravity, depth-dependent hydraulic properties remain consta'Ss°"'s "atio - 02 02

throughout the model domain. However, it should be notefiotWillis coe cient - 1 !

that we did not aim to model the classical case of two uid§,orosity B 0.077 0.14

with di erent densities (gas and water), but rather using th(F o . ' '

L . . - ntrinsic permeability

initial volumetric water content as a proxy for the in owing (K)

water that triggers the swelling. With this approach, we argyjig density 2670 2627

able to account for the circumstance that swelling does ngf, o, Density 1000 1000

occur prior to the ingress of water into the swelling layer (Scrv\later viscosity

weizer et al2018).

) Van Genuchten param- — 0.75 0.75

eter

3.1.4 Boundary Conditions and Material Properties Van Genuchten param- Pa 20000 20000
eter

The pressure at the top of the domain was held constardmperature (T) K 287.65 286.35

at its initial value to allow for free drainage. The left side
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parameters used for the numerical simulation are liste8.2 Machine Learning Model
in Tablel.
3.2.1 Least-Squares Boosting Ensemble
3.1.5 Sensitivity Analysis
We employed the least-squares gradient boosting (LSBoost),
We used direct point measurements of heave data from thé ensemble of two powerful algorithms, boosting and trees
city of Staufen (Schweizer etal. 2018; LGRB 2Q2@12) to  (Friedman2001 Hastie et al2009 Taherdangkoo et al.
calibrate the HM model. No eld information about the ini- 2021), to construct a predictive model able to determine
tial volumetric water content within the domain was availathe maximum heave observed at the study site Staufen.
ble, and therefore this parameter was selected as a calibralge LSBoost incorporates important advantages of tree
parameter. Following Schweizer et al. (2018), the intrinsialgorithms, handling predictor variables of various types,
permeability was also chosen as a calibrated parameter. Thed accommodating missing values based on surrogate
result of the simulation with the calibrated HM model wassplitting. Previous research has shown that the LSBoost is
considered as the base case scenario. A sensitivity analysigable of handling complex regression issues such as non-
was designed to examine the in uence of the model parantinearity, high dimensional, and small sample size (Breiman
eters on the swelling behavior of our model (Té)leThe 1996 Elith et al.2008. The algorithm assigns a di erent
results give insight into the importance of a wide rangeveight to each weak learner to minimize the mean-square
of possible eld conditions on the swelling behavior oferror between the target valuand the predicted valueas
clay—sulfate rocks. The influence of Young’s modulus(Hastie et al2009):
Poisson’s ratio, overburden thickness, maximum swelling
pressure, porosity, and the initial volumetric water content
on the observed uplift on the ground surface was evaluated.
Note that the material properties of the overburden layer
have remained unchanged. Ranges of parameter values cBfierex is the predictor variable,is the mean of yw with
sidered in the sensitivity analysis listed in (Tablere not is the learning ratel\l is the total number of
limited to the Staufen site, and were obtained from previearners, and is the weight for the learner. The LSBoost
ous studies (Alonso et al. 2013; Butscher et al. 22018;  can directly quantify the importance or relative in uence
Schadlich et al. 2013; Wittke 2003). We applied the one-a@f each feature/predictor from a trained model because the
a-time (OAT) method (Morris 1991) to analyze the in uence@lgorithm chooses a single feature at each level to approxi-
of changing the values of each chosen parameter separat8iate the alignment accuracy residual (Hastie et al. 2009;
The OAT method provides a local sensitivity measure, whildoting 2019). A high value of any feature indicates the high
being computationally cheap compared to multiple paran ect of that feature in estimating the predicted value. The
eter variations at a time. It provides relevant informatio-SBoost algorithm was implemented in MATLAB 2021b.
about parameter sensitivities as it derives the independent
e ects of each parameter on model results. For a discussi@)2.2 Bayesian Optimization
of this and other methods in the context of coupled models,
see cf. Chaudhry etal. (2021) and references therein.  \We employed Bayesian optimization algorithm to tune
hyper-parameters, i.e., user-defined parameters, of the
LSBoost. This algorithm searches to nd the global mini-
mum of an objective function{d) as (Gelbart et al. 2014;

(8)

Snoek et al2012):
Table 2 Parameter values of the swelling layer used for the sensitivity ©)
analysis whereA is the search space qfiz., set of hyper-parame-
Parameters Units Minimum Maximum  ters. The expected improvement acquisition functi(@ u
Young's modulus (E) MPa 300 3000 was useq in thg implementation of t.he optlmlzatlop algo
o rithm. This function evaluatesaf the point avhere the high-

Poisson’s ratio () - 0.16 0.5 . ..

. ) est improvement upon, the current minimum observed f
Maximum sweling pressure (1)~ MPa 3.2 13 is expected. This corresponds to (B2011):
Overburden thickness m 0 200 P ) P ’
Initial volumetric water content ) — 0.0077 0.053
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(10) The simulated heave after 1500 days (B)gshows that
the maximum swelling occurs in the vicinity of the in ow
boundary, representing the defective BHE drilling. Previous

3.2.3 Dataset studies (e.g., Serafeimidis et al. 2028,14) demonstrated
that hydration times of low porosity thick anhydrite layers

We used the obtained heave data from the sensitivity and® exceed centuries in duration. Therefore, there is still a
ysis to compile a synthetic dataset to build the machintdrge potential for future uplift of the ground surface by the

learning model. The LSBoost considers Young's modulufurther in ow of water within the swelling layer. Although
E Poisson’s ratio . overburden thickness . maximum the stop of water in ow with the start of the mitigation
swelling pressure porosity , and initial volumetric measures decreases the swelling rate, it takes a long time

water content of the swelling layer as input parameters,unt".the swelling is completed, and thus the'ground surface
while the corresponding maximum modeled heave observé&@ntinues to heave. The ground heave at distances of more
at the ground surface is considered as the output paramef§@n 180 m away from the center is negligible during the

We used k-fold cross-validation to randomly divide the dataSimulation time.. _ _
set into k groups of roughly equal size. Then, k-1 groups The modeling indicates that the total vertical displace-

of the dataset were used for the model development afgent at the ground surface is smaller than the displace
the remaining group was used to validate its performancg1€nt above the swelling layer (Fig), showing the elastic
Therefore, each data sample had a chance to contributeghavior of the overburden layer. The maximum vertical

both the training and validation phases (Refaeilzadeh et &liSplacement at the top of the swelling layer is around 0.42
2009). In this study, vefold cross-validation was used. m, while it is 0.39 m m at the ground surface. Thicker-over
burden layers could further decrease the overall heave at

the ground surface. The vertical displacement within the
4 Results and Discussion swelling layer is lower at greater depths due to the increase
of vertical stress. The in uence of swelling on the porosity

4.1 Hydro-Mechanical Modeling

We ran several model simulations to calibrate the initial vol
umetric water content within the model domain as well a
the intrinsic permeabilities of both swelling and overburdel
layers. These parameters were calibrated against the hei
measurements presented in HigAccordingly, the initial

volumetric water content was set to 0.0924, and the intrins
permeabilities of the swelling and overburden layers wer
Set to and ’ respeCtively' -104'50 20 100 120 140 160 180 200 220 240

40

Depth [m]
Porosity

-60

-80

Length [m]

Fig. 3 Porosity within the model domain after 1500 days simulation

Top of the swelling layer tlme
. 04 Ground surface
£
®. 0.3
§ 0.2 05
E= O  Measurement data [790 d]
04 L O  Measurement data [1490 d]
= HM modeling data [790 d]
—= 0.3 —— HM modeling data [1490 d]
% 0.2
E E 27
g g 0.1t
[a] am
0 B-o-0c ©
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Fig. 4 Comparison of geodetic heave measurements with the simu-
Fig. 2 Vertical displacement (heave) of the model domain after 1500ated heave for two points in time: after mitigation measures (red) and
days simulation time at the end of the simulation (blue)
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of the swelling layer is evident, and the changes are morate would signi cantly decline over years (Alonso et al.

signi cant at greater depths Fi8. 2013; Anagnostou et al. 2015; Fleuchaus et al. 2017; LGRB
2010).
4.2 Comparative Analysis Comparing the development of the heave with time at

12.5 m distance from the center (Fi.shows a system-

Figure4 compares simulated heave at the ground surfacatic overestimation of heave by the model. The deviation is
with measurements at two points in time, at the end dfigher at early simulation times due to the strong depend
the leakage and simulation periods. Note that measurency of swelling on changes in the volumetric water con-
ments for locations close to the center of the heave content. The deviation between the modeling and measured

were unavailable (LGRB 2010; Sch- values decreases towards the end of the simulation with
weizer et al. 2018). As mentioned earlier, the large spreate heave—time curve approaching a plateau. In general, the
of measured uplift values in the proximity of the centeishape of the heave-time curve is in line with previous HM
indicates the anisotropic shape of the heave body (ellippodeling studies, e.g., Wahlen et al. (2009).
soidal shape), which cannot be reproduced by the isotropic The analysis of modeling residuals, e.g., the di erence
model. This causes overestimation of the measured uplifietween the measured and modeled values, for 893 points
values depending on the measurement’s location. The HM space and time displayed in Fi&shows that for most
model captures the overall shape of the heave body withcations the prediction residuals are less than 0.13 m. The
the accuracy needed for the development of meaningful
countermeasures.

Generally, the two simulation phases are characterized | T T
a change in water in ow conditions, which directly a ects ot - + + + ++ T+ D + 0 &
the heave development. The water content of the rock h. g H H u D gL &z
a strong e ect on the swelling, also evident in EqThe 2 -0.05 H o 7L 14+ 1
swelling proceeds faster during the rst simulation phast g3 g 4 [ H £ &+ 0 Pl ]
due to the in ow of water into the swelling layer, and then § . O D § E[ E .
with the change in water in ow conditions, i.e., start of miti- ~— -0.15 = ﬂ | E] P 1
gating measures, the swelling rate and accordingly the upli ozl T L
rate at the ground decreases. The heave at the end of e
rst (790 days) and second (1500 days) simulation phase PP 0P @O P BRERRBEEEBS
are 0.32 m and 0.385 m, respectively, while the eld obsel Distance from the center [m]

vations are 0.232 m and 0.365 m (Fy. The di erence
between the nal simulated and observed heave values . 6 Analysis of model prediction residuals in calculating heave
minor. The ndings are consistent with eld observations values for 893 measuring points at various distances from the center.

showing that. once the swelling is triacered by water in OWThe residuals at each location (from 15 to 195 m away from the
9 ! g a9 y ‘center with 10 m interval) were calculated for all heave values in

it may continue to develop for many years, but the swellingme. The median is indicated by the central red marks, while the bot-
tom and top edges of the box indicate #%#' and 75" percentiles.
The outliers are indicated with the symbol

200

iy
(4]
o

O HM modeling data

Heave [m]
o
N
2
O%

>
%)
$ C
& 0° O Measurement data 19
017§ 0©° Mitigation measures g 100
O © o
9
» ) . ) - 50 r
0 500 1000 1500
Time [d] o~ : :

-0.2 -0.15 -0.1 -0.05 0

i . . Residuals [m]
Fig. 5 Comparing modeled and measured heave at the distance or

12.5 m from the center. This measuring point was chosen because of
(1) being close to the center, and (2) having the most heave measukég. 7 Frequency of modeling prediction residuals in calculating
ments data in time required for the comparison analysis heave values for 893 measuring points in both time and space
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value of residuals varies according to the measuring locétowever, the relation of swelling strains to stresses is

tions from the center, which can be attributed to the anisatnknown so far, especially, the amount of stresses and

tropic shape of the heave body. The histogram plot illustratedrains caused by gypsification of anhydrite (Wanninger

that the modeling residuals are zero at around 200 measuria§20). (3) The chemical transformation of anhydrite

points (Fig.7). However, some locations are associated withnto gypsum is the key process controlling the swelling

relatively high prediction errors. phenomena. The coupling of hydraulic, mechanical, and
The prediction error can be attributed to (1) the anichemical (HMC) processes has to be considered to obtain

sotropy of the heave body (ellipsoidal shape). The anisanore accurate results. Some authors have addressed this

tropic distribution of measured heave data (Bjgcannot  problem in the past, e.g., Ramon et al. (2017), but the

be reproduced with a axisymmetric isotropic model. (2pccurate coupling of hydro-mechanical processes to the

The swelling behavior of clay—sulfate rocks is controlledchemical processes is still unknown (Butscher et al. 2016;

by coupled hydraulic, chemical and mechanical process&¥anninger2020).

that hardly can be reflected by a general constitutive law

such as the one chosen here. The modeling suggests thad Sensitivity Analysis

a more complex constitutive law should be employed

to describe the relationship between pressure (stresghe sensitivity analysis was designed to examine field

and heave (strain) resulting from the swelling procesauncertainties and draw a meaningful conclusion on the

Fig. 8 Sensitivity analysis of
various parameters on heave
values calculated from HM
modeling. The Staufen study
site was used as the base case
(red color). The maximum
heave at the ground surface is
plotted, varying Young's modu-
lus, Poisson’s ratio, maximum
swelling pressure, overburden
thickness, porosity, and initial
volumetric water content
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hydro-mechanical behavior of clay—sulfate rocks. A total o
144 simulations were performed by altering the paramete
values listed in Tabl@. Each parameter value was varied
while the others were kept equal to the base case. Fgure
depicts the maximum observed heave (at zero distance frc
the center) at the ground surface after 1500 days of simul
tion time.

The sti ness of the rock mass is usually an experience
based estimate as rock heterogeneity may in uence the te:
ing results. The sensitivity of the heave to the rock sti -
ness is studied through Young’s modulus, which was varie
between 300 and 3000 MPa. In the numerical model, a lo
Young’s modulus increases the magnitude of the observead
heav_e at.the.ground sgr.face. The regults indicate that tp% 9 Regression plot of the LSBoost model predicted heave values
swelling is highly sensitive to rock sti ness shouldbE  yersus HM modeling values
lower than 1500 MPa. Larger values of the rock sti ness

have a relatively small in uence on swelling
deformations. This transition range depends on the-max’
mum swelling pressure.

The reported values for clay—sulfate rocks fall in the
range of 0.2 to 0.35 (e.g., Ramon et al. 2017; Schédlich et
2013; Wittke 2003), however, a wider range was consic
ered to provide a deeper understanding on the in uence 1
this parameter. Poisson’s ratio describes lateral deform
tion, while Young’'s modulus is related to deformation in
the direction of the applied load. Although exhibiting a dif-
ferent behavior in comparison with Young’s modulus, the
swelling also decreases with the increaseanfd with it the
rock’s bulk modulus. Shouldapproach the limiting value Fig. 10 Relative importance of various parameters on maximum
of 0.5 (perfect incompressibility), the vertical swelling is heave values obtained from HM modeling
negligible, and therefore, the observed heave at the ground
surface becomes approximately zero.

The maximum swelling pressure of clay—sulfate rockso 0.053. The relationship between swelling stress and ini-
varies largely in laboratory swelling tests (e.g., Steinetial volumetric water content is linear. A threshold value of
1993), and therefore, it was varied between 3.2 and 13 , Which is related to the water retention curve,
MPa. The swelling and subsequently the magnitude dadxists in the numerical model, below which the swelling
the observed heave are notably sensitive to, which is  remains almost constant. The modeling shows that, above
primarily due to higher swelling strains directly imposedthis threshold, swelling decreases with a rise in the initial
underneath the overburden layer. The results show a liwolumetric water content because the di erence between
ear increase of the heave in the numerical analysis with theal and initial volumetric water content becomes smaller,
increase of  value, also evident in E. subsequently leading to lower swelling stress.

The swelling decreased monotonically with increasing
the depth of the swelling layer. This is caused by increasing.4 Relative Importance of Parameters
the bending sti ness of the overburden layer. The maximum
observed heave for the case of free swelling, i.e., withouthe data obtained from the sensitivity analysis were used
considering an overburden layer, equals 0.47 m, which t® build a synthetic dataset. The scatter plot (8ighows
approximately 4 times higher in comparison to the case hathat the heave determined by the ML model agrees well with
ing an overburden thickness of 200 m. This implies that ththe results of the HM model (data points point close to the
swelling heave is much more pronounced when the swellint;1 reference line), illustrating the good performance of the
layer is situated at shallow depths. LSBoost model in predicting the maximum heave values

The sensitivity of swelling to the initial volumetric water obtained from the HM modeling. The model e ciently iden-
content was evaluated by varying its value between 0.00%4ves the existing patterns in the input data to predict the
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5 Summary and Conclusions

We developed a coupled hydro-mechanical model to repro-
duce the observed heave at the city of Staufen, south-west
Germany. Unlike previous HM modeling studies that imple-
mented a semi-logarithmic constitutive law, Richards’ equa-
tion coupled to a water content-dependent deformation
process with linear kinematics was used to describe the
behavior of clay—sulfate rocks. Direct heave measurements
(3431 sampling points) obtained from the study site were
used to calibrate the model and evaluate the performance
of the modeling approach. We then conducted a sensitivity
analysis on material properties of the swelling layer, namely
Young’'s modulus, Poisson’s ratio, overburden thickness,
maximum swelling pressure, porosity, and the initial volu-

Fig. 11 Partial dependence of heave value on Young's modulus anthetric water content, to gain a better insight into the impor

maximum swelling pressure

tance of parameters controlling hydro-mechanical swelling
of clay—sulfate rocks. Finally, we employed a least-squares
boosting ensemble (LSBoost) model tuned with a Bayes

unseen values accurately. The coe cient of determinationan optimization algorithm to rank the importance of the
() and root mean square error (RMSE) values equal tgforementioned key parameters on heave calculations. The
0.98 and 0.239, respectively. The optimized hyper-paraméoliowing conclusions can be drawn from our modeling:

ter values for the number of learners, learning rate, and the
minimum leaf size are 460, 0.087, and 1, respectively. 1.

The relative impact of parameters (F1§) on the heave
calculations indicates that the maximum swelling pressure
and Young’'s modulus of the swelling layer were the mosp,
important parameters controlling the swelling; the former
had a 2.35 times higher in uence than the latter. This was
followed by the Poisson'’s ratio, the initial volumetric water
content and the overburden thickness. The ranking demon-
strated that the in uence of the two latter parameters on
the swelling is minimal compared to the other parameters.
Schadlich et al. (2013) developed a mechanical model based
on a semi-logarithmic relation between swelling stress angl.
strain (Grob 1972), and conducted a sensitivity analysis on
a few parameters including the maximum swelling pressure
and Young’s modulus. Our ndings regarding the in u-
ence of the aforementioned parameters are consistent with
Schédlich et al. (2013). While Schadlich et al. (2013) consid-
ered a semi-logarithmic swelling law, the heave was shown
to increase almost linearly with the increase of the maximum
swelling pressure, which is consistent with our results.

We calculated the partial dependence (Hastie et al. 2009)
between the predictor variables and the heave calculated
using the LSBoost model. Figuté shows the two-variable
partial dependence of heave value on joint values of Youngis
modulus and maximum swelling pressure. Heave value has
a very strong partial dependence on maximum swelling
pressure that is consistent with its importance ranking. The
strong partial dependence of the heave on Young’s modulus
is evident. These outcomes con rm the relative importance
analysis depicted in Fid.0.

The fully coupled hydro-mechanical model is capable of
reproducing the swelling behavior of clay—sulfate rocks
with an accuracy su cient for practical applications.
Comparing the modeled and measured heave data from
the study site showed that the modeling approach has
some de ciencies, which led to an overestimation of the
heave at various distances from the center. The heave
development with time cannot be exactly reproduced
with the linear constitutive model, and thus a more com-
plex relation between swelling stress and strain is needed
to improve the modeling accuracy.

In general, the HM model is not limited to describe the
swelling of clay—sulfate rocks and can also be used for
other types of clay rocks as well as clays, in which the
swelling is controlled by increase of the water content.
The LSBoost model tuned with Bayesian optimization
performs very well in determining the maximum heave
values obtained from hydro-mechanical calculations,
indicated by high and low RMSE values. Having a
high predictive accuracy, the LSBoost model can serve
as an additional tool for calculating the potential heave
of the ground surface due to rock swelling in geotechni-
cal projects.

The calculated heave is highly sensitive to the maximum
swelling pressure, and with much less degree is in u-
enced by the value of Young’'s modulus. The Poisson’s
ratio, overburden thickness, and initial volumetric water
content of the rock in uence the swelling with a much
lower impact.
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