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Soil-water retention behaviour of fine/coarse soil mixture with varying coarse grain contents and fine soil dry densities
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An interlayer soil identified in the French conventional rail track corresponded to a mixture of fine soil and coarse grains. To investigate the role of fines in the soil-water retention property of such mixture, different coarse grain contents fv and dry densities of fine soil ρd-f were considered. The filter paper method was applied to measure the matric suction. Mercury intrusion porosimetry tests were performed for the microstructure observation of fine soil. In terms of gravimetric water content of fine soil wf with matric suction ψ, the soil-water retention curve (SWRC) was significantly affected by ρd-f for ψ < 715 kPa, while independent of ρd-f for ψ > 715 kPa. Interestingly, this threshold ψ corresponded to a delimiting pore diameter of bi-modal microstructure of fine soil, which separated micro-pores from macropores. In terms of degree of saturation Sr with ψ, the SWRC was significantly affected by ρd-f in the full suction range, while independent of fv. These findings help better understand the results on samples with the dry density of mixture ρd kept constant: an increase of fv resulted in a decrease of ρd-f and the suction changed accordingly. In that case, both fv and ψ affected the mechanical behavior.

INTRODUCTION

In the French conventional rail track, an interlayer was naturally created in the substructure under the long-term traffic loading, which corresponded to a mixture of ballast grains and subgrade fine soil. As its suction can greatly affect its mechanical behavior (see details in Su et al. 2020a and[START_REF] Wang | Investigation on the mechanical behavior of track-bed materials at various contents of coarse grains[END_REF]), it appears important to investigate its water retention property in-depth.

In-situ investigations showed a decrease of ballast grain content with the increasing depth of interlayer soil [START_REF] Trinh | Comportement hydromécanique des matériaux constitutifs de plateformes ferroviaires anciennes[END_REF][START_REF] Cui | Investigation of the hydro-mechanical behaviour of fouled ballast[END_REF]. Globally, the interlayer soil was separated into two parts: the upper part was characterized by a coarse grain skeleton fabric, and the lower part by a fine matric macrostructure with dispersed coarse grains. In addition, due to the different vertical stresses over depths, the dry density of fine soil ρd-f was different. [START_REF] Wang | Effects of inclusion contents on resilient modulus and damping ratio of unsaturated track-bed materials[END_REF][START_REF] Wang | Investigation on the mechanical behavior of track-bed materials at various contents of coarse grains[END_REF], [START_REF] Cui | Mechanical behaviour of coarse grains/fines mixture under monotonic and cyclic loadings[END_REF] and Qi et al. (2020a) studied the effect of coarse grain content fv (the ratio of the volume of coarse grains Vc to the volume of total sample V) on the mechanical behavior of interlayer soil at a constant ρd-f = 1.82 Mg/m 3 . They assumed that under a given water content, the matric suction of mixture was the same at a constant ρd-f = 1.82 Mg/m 3 . Up to now, this point has not been experimentally examined yet. It seems necessary to verify this point by investigating the effects of coarse grain content fv and dry density of fine soil ρd-f on the soil-water retention property of fine/coarse soil mixture.

The effects of dry density and coarse grain content on soil-water retention property were investigated previously in some studies. The filter paper method (ASTM D5298-10, 2010) was usually adopted for the measurement of suction [START_REF] Muñoz-Castelblanco | Suction measurements on a natural unsaturated soil: A reappraisal of the filter paper method[END_REF][START_REF] Kim | Matric suction measurements of compacted subgrade soils[END_REF][START_REF] Jing | Experimental study and modelling of the elastoplastic behaviour of unbound granular materials under large number of cyclic loadings at various initial hydric states[END_REF]. It appeared that the effect of dry density on soil-water retention behavior was strongly dependent on the microstructure [START_REF] Simms | Predicting soil-Water characteristic curves of compacted plastic soils from measured pore-size distributions[END_REF][START_REF] Romero | An insight into the water retention properties of compacted clayey soils[END_REF]. [START_REF] Romero | Water permeability, water retention and microstructure of unsaturated compacted Boom clay[END_REF] studied the effect of dry density on water retention and microstructure of Boom clay by vapor equilibrium technique and mercury intrusion porosimetry tests, respectively. The results showed that the soil-water retention curve (SWRC) in the low suction range was governed by the inter-aggregate pores, while that in high suction range was governed by intra-aggregate pores. Similarly, [START_REF] Salager | Investigation into water retention behaviour of deformable soils[END_REF] and [START_REF] Gao | Soil-water retention behavior of compacted soil with different densities over a wide suction range and its prediction[END_REF] investigated the water retention capacity of clayey soil and found that the SWRCs for different dry densities was independent of dry density beyond a certain matric suction. It is worth noting that these studies only involved the effect of dry density without the effect of coarse grain content. [START_REF] Fiès | The role of stones in soil water retention[END_REF] studied the soil-water retention property of fine soil/glass fragments mixture, and found that an increasing glass content led to a reduction of the amount of water stored in the mixture. [START_REF] Baetens | On the influence of coarse fragments on soil water retention[END_REF] investigated the effect of rock fragments on the water retention property of stony soil, and reported that rock fragments could affect the SWRC when the matric suction was smaller than 30 kPa. [START_REF] Duong | Effect of fine particles on the hydraulic behavior of interlayer soil in railway substructure[END_REF] studied the hydraulic behavior of interlayer soil by infiltration column, and observed that increasing coarse grain content resulted in a lower SWRC or a lower water retention capacity.

Note that in most of these studies, the effect of coarse grain content on soil-water retention property of mixture was investigated with a large quantity of coarse grains, which corresponded to the coarse grain skeleton structure of mixture, without considering the fine matric macrostructure. In addition, the dry density of mixture ρd was taken constant, leading to a decrease of dry density of fine soil ρd-f with the increase of coarse grain content. That would increase the difficulty of analysis while studying the effect of suction.

This study aims to investigate the effects of coarse grain content fv and dry density of fine soil ρd-f on soil-water retention property of fine/coarse soil mixture. Three fv = 0%, 20% and 35% were adopted at the same ρd-f = 1.82 Mg/m 3 for studying the effect of fv, and three ρd-f =1.82, 1.67 and 1.52 Mg/m 3 were adopted at the same fv = 0% for studying the effect of ρd-f. The filter paper method was applied to measure the matric suction of soil mixture. The microstructure of fine soil under varying ρd-f values was determined by mercury intrusion porosimetry tests. The results obtained allowed the effects of fv and ρd-f on soil-water retention property of soil mixture to be clarified.

MATERIALS AND METHODS

Fine soil and coarse grains

Considering the difficulty of extracting intact interlayer soil from the field, the reconstituted fine soil and coarse grains were fabricated in the laboratory. For the fine soil fraction, to obtain a similar grain size distribution of fines from 'Senissiat site' [START_REF] Trinh | Comportement hydromécanique des matériaux constitutifs de plateformes ferroviaires anciennes[END_REF]) (Fig. 1), nine different mass proportions of commercial soils were mixed (Table 1; see details in Lamas-Lopez 2016). The liquid limit and plasticity index of the reconstituted fine soil were 32% and 20%, respectively. Consequently, a good agreement between in-situ fine soil and reconstituted fine soil was observed in terms of grain size distribution, plasticity index and liquid limit (see details in [START_REF] Wang | Effects of inclusion contents on resilient modulus and damping ratio of unsaturated track-bed materials[END_REF]. Fig. 2 presents the standard Proctor compaction curve of the reconstituted fine soil, defining an optimum water content wopt-f = 13.7% and a maximum dry density ρdmax-f = 1.82 Mg/m 3 . Note that the ρdmax-f = 1.82 Mg/m 3 of reconstituted fine soil was consistent with the ρd-f = 1.80 Mg/m 3 of in-situ fine soil measured by Lamas-Lopez (2016).

Based on above features, the reconstituted fine soil was considered as representative of the insitu fine soil. For the coarse grains fraction, the micro-ballast was adopted to replace the real ballast by following a parallel gradation method adopted by [START_REF] Wang | Effects of inclusion contents on resilient modulus and damping ratio of unsaturated track-bed materials[END_REF] and Su et al. (2020a). The validity of this method was verified by [START_REF] Qi | Investigation of the parallel gradation method based on the response of track-bed materials under cyclic loadings[END_REF], who performed comparisons between micro-ballast and ballast in terms of mechanical behavior under static and cyclic loadings. Note that the scaled fine/coarse soil mixture was used as representative of interlayer soil taken from Senissiat (near Lyon, France, Trinh 2011), which was far from the coastal. Thus, the salt content-related osmotic suction was ignored and only the matric suction was taken into account in this study.

Parameter fv, widely adopted in previous studies [START_REF] El Dine | Mechanical characterization of matrix coarse-grained soils with a large-sized triaxial device[END_REF][START_REF] Wang | Effects of inclusion contents on resilient modulus and damping ratio of unsaturated track-bed materials[END_REF][START_REF] Wang | Investigation on the mechanical behavior of track-bed materials at various contents of coarse grains[END_REF]Su et al. 2020a[START_REF] Qi | Investigation of the parallel gradation method based on the response of track-bed materials under cyclic loadings[END_REF], was considered in this study. Based on the definition of fv (Eq.( 1)), which only quantified the amount of dry coarse grains in the mixture, all voids and water were assumed to be contained in the fine soil (Fig. 3), as in [START_REF] Wang | Investigation on the mechanical behavior of track-bed materials at various contents of coarse grains[END_REF] and Su et al. (2020a). Based on this assumption, the degree of saturation Sr of mixture can be related to the fine soil fraction. :

푓 v = 푉 c 푉 = 푉 c 푉 c +푉 f = 푉 c 푉 c +푉 s-f +푉 w-f +푉 a-f (1)
where Vf is the volume of fine soil; Vs-f, Vw-f and Va-f are the volume of fine grains, water and air in the fine soil.

For the soil mixture at varying fv, ρd-f and water content wf of fine soil, the mass of coarse grains ms-c, fine grains ms-f and water content of fine soil mw-f could be determined as follows:

푚 s-c = 푉 c • 퐺 s-c • 휌 w = 푓 v • 푉 • 퐺 s-c • 휌 w (2) 푚 s-f = 휌 d-f • 푉 f = 휌 d-f • 푉 • (1 -푓 v ) (3) 푚 w-f = 푤 f • 푚 s-f (4)
where Gs-c is the specific gravity of coarse grains; ρw is the water unit mass.

For the soil mixture at a given ρd-f, the corresponding void ratio of fine soil ef could be deduced using Eq. ( 5):

푒 f = 퐺 s-f •휌 w 휌 d-f -1 (5)
where Gs-f is the specific gravity of fine soil.

Then, the void ratio em of soil mixture can be determined:

푒 m = 푉 v-f 푉 c +푉 s-f = 푉 v-f 푉-푉 v-f (6) 푉 v-f = 푒 f • 푉 s-f (7) 푉 s-f = 푚 s-f 퐺 s-f •휌 w (8)
where Vv-f is the volume of voids in fine soil; Vs-f is the volume of fine grains.

Combining Eqs. (1), (3) and ( 5)-( 8), the void ratio em of soil mixture at varying fv and ρd-f was obtained:

푒 m =-1 + 1 1- (퐺 s-f •휌 w -휌 d-f )•(1-푓 v ) 퐺 s-f •휌 w (9) 
Fig. 4 shows the variations of ef and em with fv at a constant ρd-f = 1.82 Mg/m 3 . The ef and em were obtained by substituting ρd-f = 1.82 Mg/m 3 and Gs-f = 2.68 [START_REF] Duong | Effects of water and fines contents on the resilient modulus of the interlayer soil of railway substructure[END_REF]) into

Eqs. ( 5) and ( 9), respectively:

푒 f = 0.47 (10) 푒 m =-1 + 1 1-0.32•(1-푓 v ) (11) 
As mentioned before, all voids and water were assumed to be contained in the fine soil.

Thus, the Sr represented both degree of saturation of soil mixture and that of fine soil:

푆 r = 푉 w-f 푉 v-f (12)

Filter paper method

The filter paper method (ASTM D5298-10, 2010) was used to measure the matric suction.

Filter paper measurement was generally performed by putting a piece of filter paper between two soil disks to attain suction equilibrium between filter paper and soil disks (ASTM D5298-10 2010; [START_REF] Muñoz-Castelblanco | Suction measurements on a natural unsaturated soil: A reappraisal of the filter paper method[END_REF][START_REF] Kim | Matric suction measurements of compacted subgrade soils[END_REF][START_REF] Jing | Experimental study and modelling of the elastoplastic behaviour of unbound granular materials under large number of cyclic loadings at various initial hydric states[END_REF]. Considering the maximum diameter d = 20 mm of coarse grains (Fig. 1), the soil disk was prepared at 100 mm diameter and 100 mm height. As for the preparation of soil disks, the fine soil (Fig. 5(a)) was prepared at a molding water content wopt-f = 13.7%, then stored in a container for at least 24 h, allowing water homogenization. After that, the fine soil was thoroughly mixed with the coarse grains (Fig. 5(a)) with their pre-determined masses at target fv and ρd-f values (Table 2). Note that a characteristic coarse grain content fv-cha ≈ 27% identified by [START_REF] Wang | Investigation on the mechanical behavior of track-bed materials at various contents of coarse grains[END_REF] separated the coarse grain skeleton fabric (fv > fv-cha) and the fine matrix macrostructure (fv < fv-cha) of mixture. Both fabrics were considered in this study with fv ranging from 0% to 35%.

The fine/coarse soil mixture were then compacted in four layers, with an equal amount of fine soil and coarse grains for each layer (Fig. 5(b)). Table 2 presents the variations of ef, Sr and the dry density of soil mixture ρd with fv and ρd-f at a molding water content of fine wopt-f = 13.7%.

After compaction, the soil disks at different fv and ρd-f values were wetted from the molding states to the saturated state. The approach proposed by Su et al. ( 2020c) was adopted during the wetting process: 10 g water was distributed uniformly on the surface of soil disk by a sprayer each time. The disk was then covered with plastic film for at least 7 h. Fig. 2 shows that the wetting process of soil disk from a molding state to a nearly saturated state induced a slight decrease of ρd-f due to the swelling of fine soil, and consequently a slight increase of ef and slight decrease of ρd (Table 2). The measured wf and the corresponding Sr of soil disks at nearly saturated state were also presented in Table 2.

To obtain the drying soil-water retention curve of soil mixture at a given fv and ρd-f, 10 suction measurements were conducted, corresponding to 10 target wf values. When a soil disk reached a target wf value, it was covered with plastic film for at least 24 h prior to measuring its matric suction. A set of three filter paper was prepared, with the middle filter paper (diameter d = 80mm) slightly smaller than the two outer filter paper (d = 90mm) to avoid contamination of the middle one. The set of three filter papers was then placed between two soil disks. The whole set was covered with plastic film, and then sealed with wax. Note that an initial water content of 4.61% of the filter paper was measured, corresponding to a suction of 93 MPa. In this case, the filter paper followed a wetting process during the equilibration process between soil and filter paper. After equilibration, the water content of soil disks and the middle filter paper were measured, with a balance of 1/10000 g accuracy. The corresponding matric suction was then determined for varying fv, ρd-f and wf values. It is worth noting that the volume of soil disks at different wf values was also measured, by means of a caliper.

Mercury intrusion porosimetry test (MIP)

For the MIP tests, three soil disks were prepared at varying ρd-f = 1.82, 1.67 and 1.52 Mg/m 3 with the same fv = 0%. The freeze-drying method was adopted: fine soil was cut into small pieces of around 1.5 g each, and then immersed into nitrogen under vacuum; afterwards, the frozen soil was transferred to the chamber of a freeze dryer for lyophilizing. This method minimized the microstructure disturbance of fine soil, which was widely used in previous studies [START_REF] Cui | Microstructure changes of a confined swelling soil due to suction[END_REF][START_REF] Delage | Ageing effects in a compacted bentonite: a microstructure approach[END_REF][START_REF] Wang | Time-and densitydependent microstructure features of compacted bentonite[END_REF].

RESULTS

To determine the equilibration time of samples with the filter paper method, three samples were prepared at the same fv = 0%, ρd-f = 1.82 Mg/m 3 and wopt-f = 13.7%, with 5, 7 and 9 days waited, respectively. Fig. 6 depicts the variations of matric suction and water content of filter paper with time. It appears that with the increase of time from 0 to 5, 7 and 9 days, the water content of filter paper increased from 4.61% to 30.59%, 32.02% and 32.11%, and the corresponding matric suction decreased from 93 MPa to 879, 679 and 670 kPa, respectively.

This indicated that at least a time of 7 days was needed for the suction equilibration between soil and filter paper. Thereby, a duration of 7 days was adopted for all tests. µm for micro-and macro-pores. For compacted soils, the micro-pores were generally within aggregates (intra-aggregate pores), while the macro-pores were between aggregates (interaggregate pores) [START_REF] Delage | Microstructure of a compacted silt[END_REF]. With the increase of ρd-f, the volume of inter-aggregate pores was observed to decrease, while that of intra-aggregate pores was almost constant, suggesting that the compaction process only affected the macro-pores, in agreement with [START_REF] Wang | Time-and densitydependent microstructure features of compacted bentonite[END_REF].

DISCUSSIONS

Effect of microstructure of fine soil on SWRC at varying ρd-f Laplace's law under the assumption of cylindrical pore shape:

훹 = 4푇 푠 •cos 휃 푑 ( 13 
)
where Ts is the surface tension of water, equal to 0.073 N/m at temperature of 20 ℃; θ is the contact angle between the liquid-air interface and the solid, taken equal to 0°in this study.

Substituting d = 0.65 µm into Eq. ( 13), the corresponding ψ was obtained:

휓 = 449 kPa (14)
It was found that this value was close to the AEV of 550 kPa for the mixture at ρd-f = 1.82

Mg/m 3 (Fig. 7(c)), which was consistent with the findings of [START_REF] Zhang | Distinguishing macro-and micro-pores for materials with different pore populations[END_REF]. This value was smaller than the threshold ψ = 715 kPa in Fig. 7(a). This difference could be explained as follows: the fine soil with varying ρd-f values for MIP tests was compacted at a molding water content wopt-f = 13.7%, while the fine soil corresponding to the threshold point in Fig. 7(a) was subjected to a saturation process from the molding water content wopt-f = 13.7%, followed by a drying process. [START_REF] Li | Characterization of dual-structure pore-size distribution of soil[END_REF] studied the effect of wetting-drying history on bi-modal porosity of soil, and found that the drying process induced shrinkage of soil, leading to smaller intra-aggregate pores. Similarly, Sun and Cui (2020) investigated the soil-water retention curve of reconstituted silt, and reported that the drying process led to a shrinkage of soil and a smaller value of diameter of voids. It could be thus inferred that the larger threshold ψ = 715 kPa in Fig. 7 . This also confirmed that the compaction effort greatly affected the inter-aggregate pores without touching the intra-aggregate pores [START_REF] Delage | Microstructure of a compacted silt[END_REF].

Two categories of fine soil in the mixture at fv = 35% were reported by Su et al. (2020c[START_REF] Su | Effect of water content on resilient modulus and damping ratio of fine/coarse soil mixture with varying coarse grain contents[END_REF]: a relatively dense fine soil in between coarse grains and a relatively loose fine soil in macro-pores among coarse grains. In other words, while compacted to ρd-f =1.82 Mg/m 3 , the dense fines had a higher ρd-f and the loose fines had a lower ρd-f, with the global ρd-f being 1.82

Mg/m 3 . Thereby, a higher SWRC was expected for the dense fine soil in between coarse grains and a lower SWRC for the loose fine soil in macro-pores among coarse grains.

However, as the SWRC at fv = 35% was the same as that at fv = 0% and 20% for ρd-f = 1.82

Mg/m 3 (Fig. 7(c)), it could be inferred that in spite of the inhomogeneous distribution of fine soil in the mixture, the SWRC appeared to be controlled by the global dry density of fine soil ρd-f only. Similarly, [START_REF] Zeng | Experimental study on the aeolotropic swelling behaviour of compacted bentonite/claystone mixture with axial/radial technological voids[END_REF] studied the axial swelling property of compacted bentonite/claystone mixture, and found that this behavior was mainly dependent on the global ρd of mixture, irrespective of its heterogeneity.

Comparison of present study at constant ρd-f with previous study at constant ρd

In present study, the different fv = 0%, 20% and 35% corresponded to the same SWRC under the constant ρd-f = 1.82 Mg/m 3 (Fig. 7(c)). On the contrary, [START_REF] Duong | Effect of fine particles on the hydraulic behavior of interlayer soil in railway substructure[END_REF] investigated the hydraulic behavior of the upper part interlayer soil with two different fv = 50.3% and 55.5% and a constant dry density of mixture ρd = 2.01 Mg/m 3 by infiltration column (Table 3).

Fig. 9 shows that an increase of fv from 50.3% to 55.5% led to a lower SWRC under the constant ρd = 2.01 Mg/m 3 . This phenomenon could be attributed to the effect of ρd-f on SWRC.

Fig. 10 shows a constant em = 0.33 (corresponding to ρd = 2.01 Mg/m 3 ) for fv = 50.3% and 55.5% in [START_REF] Duong | Effect of fine particles on the hydraulic behavior of interlayer soil in railway substructure[END_REF], which was different from that in Fig. 4 of present study. While increasing fv from 50.3% to 55.5%, the ef was increased from 1.01 to 1.28; thereby, a decrease of ρd-f from 1.33 to 1.17 Mg/m 3 (Table 3). As a result, the increase of fv from 50.3% to 55.5% led to a lower SWRC (Fig. 9).

The maximum degrees of saturation Sr of samples

It appears from Fig. 7(c) and Fig. 9 that the SWRCs all started at a degree of saturation Sr lower than 100%. Moreover, the values in Fig. 9 (Sr = 91% and 78% for fv = 50.3% and 55.5% respectively) were smaller than the values around Sr = 95% for varying fv = 0%, 20% and 35% 

CONCLUSIONS

To investigate the role of fine soil on the soil-water retention property of fine/coarse soil mixture, three fv = 0%, 20% and 35% at the same ρd-f = 1.82 Mg/m 3 and three ρd-f = 1.82, 1.67 and 1.52 Mg/m 3 at the same fv = 0% were considered. A filter paper method was applied to measure the matric suction of soil mixture at different water contents. Mercury intrusion porosimetry tests were performed for microstructure observation of fine soil at varying ρd-f.

The results obtained allowed the following conclusions to be drawn.

The drying SWRC of mixture was found to be only dependent on ρd-f and independent of fv. A typical bi-modal microstructure of fine soil was identified for varying ρd-f values, defining a micro-pore and a macro-pore populations. When expressed in terms of wf with ψ, the SWRC was found to be significantly affected by ρd-f for the matric suction ψ lower than 715 kPa. By contrast, when ψ was higher than 715 kPa, the SWRC kept the same, independent of ρd-f. Interestingly, a delimiting pore diameter d = 0.65 µm was identified, separating micro-pores (or intra-aggregate pores) from macro-pores (or inter-aggregate pores).

This delimiting diameter corresponded to a matric suction of 449 kPa, which was smaller than the threshold ψ = 715 kPa due to the effect of volume change experienced in the course of soil wetting/drying from the remolded state (wopt-f = 13.7%). Thus, the SWRC in low suction range (ψ < 715 kPa) was governed by macro-pores, while in high suction range (ψ > 715 kPa) by micro-pores. In addition, the SWRC of mixture appeared to be controlled by the global fine soil dry density ρd-f only. The effect of the possible heterogeneity of fine soil distribution inside the mixture seemed to be negligible.

When expressed in terms of Sr with ψ, the SWRC appeared to be significantly affected by ρd-f, while unaffected by fv. This helped better understand the observation of Duong et al.

(2014) -the water retention capacity was decreased by the increase of fv: in the study of case, an increase of fv resulted in a decrease of ρd-f, thereby a decrease of water retention capacity.

The initial Sr of the SWRC appeared to decrease with the increase of fv. At fv = 0%, due to the effect of mould wall restriction, macro-pores were formed in the side part of sample. As these macro-pores could not retain water under the effect of gravity, the maximum value of Sr = 95% smaller than 100% was obtained in the saturation process. With the increase of fv, the addition of coarse grains increased the mould wall restriction effect, generating more macropores and thus lower maximum Sr. This phenomenon was expected to be more pronounced in the case of larger grains and larger sample dimensions.

From a practical point of view, these findings suggest that when investigating the waterretention property of interlayer soil, the scaled coarse grains at small size can be used as a substitute for real ballast grains at large size. With the increasing depth of interlayer soil, the decrease of fv induced no changes on water-retention capacity of interlayer soil, provided that the ρd-f of fine soil kept constant. When the water retention property is determined, it can be incorporated in the mechanical models to better describe the variation of permanent strain of unsaturated interlayer soil under the effect of cyclic loadings. In addition, it is worth noting that to some extent these findings can be helpful in evaluating the effects of ρd-f and fv on the water retention property of mixtures with varying types of coarse and fine soil. Table 1. Constitution of fine soil Table 2.

As-compacted and saturated states of fine/coarse soil mixture Table 3.

Soil properties of [START_REF] Duong | Effect of fine particles on the hydraulic behavior of interlayer soil in railway substructure[END_REF] LIST OF FIGURES 
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 7 Fig.7shows the drying SWRC expressed in terms of wf and Sr with ψ and the variations
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 7 Fig. 7(a) shows that ρd-f affected the SWRC only for ψ < 715 kPa.Correspondingly, Fig. 8(b) 

  (a) was the consequence of pore size decrease due to soil shrinkage shown in Fig. 8(b). It could be thus deduced that in low suction range (ψ < 715 kPa) the SWRC was governed by inter-aggregate pores, while in high suction range (ψ > 715 kPa) the SWRC was governed by intra-aggregate pores. The similar phenomenon was reported by Salager et al. (2013) while studying the water retention property of clayey soil. They identified a threshold suction ψ = 5000 kPa separating the inter-aggregate governing suction from intra-aggregate governing suction. With the decrease of ρd-f, the volume of interaggregate pores increased (Fig. 8(b)), resulting in an increase of water volume in interaggregate pores; thereby, an increase of wf was observed (Fig. 7(a)). However, such decrease of ρd-f did not affect the volume of intra-aggregate pores (Fig. 8(b)); thus, a constant wf was observed in high suction range (Fig. 7(a))

  at ρd-f = 1.82 Mg/m 3 in Fig.7(c), showing that the maximum Sr value reached during the saturation process decreased with the increase of fv.[START_REF] Saba | Microstructure and anisotropic swelling behaviour of compacted bentonite/sand mixture[END_REF] worked on a compacted sand/bentonite mixture and found that the fine grains of larger sizes (e.g. the maximum d = 2 mm) was preferentially arranged with a large face side in the horizontal direction. In addition, due to the restriction of mould wall, more macro-pores were formed in the side part of sample, as evidenced by[START_REF] Zeng | Experimental study on the aeolotropic swelling behaviour of compacted bentonite/claystone mixture with axial/radial technological voids[END_REF] on a compacted bentonite/claystone mixture. Such preferential presence of macro-pores in the side part was further confirmed on the mixture of fine soil and micro-ballast by[START_REF] Wang | Investigation on the mechanical behavior of track-bed materials at various contents of coarse grains[END_REF] andQi et al. (2020a) through observation at X-ray μCT. As these macro-pores could not retain water under the effect of gravity, a maximum value of Sr = 95% was obtained. With the increase of fv, the addition of coarse grains increased the mould wall restriction effect, generating thus more macro-pores. This led to a decrease of the initial Sr value of the SWRC with fv. It is worth noting that[START_REF] Duong | Effect of fine particles on the hydraulic behavior of interlayer soil in railway substructure[END_REF] adopted the ballast grains of maximum d = 60 mm to prepare the sample of d = 300 mm and h = 600 mm, while in this study the micro-ballast of maximum d = 20 mm (Fig.1) was adopted to prepare soil disk of d = 100 mm and h = 100 mm. Much larger mould wall restriction effect was thus expected in the case of[START_REF] Duong | Effect of fine particles on the hydraulic behavior of interlayer soil in railway substructure[END_REF] due to the larger dimensions of the grains and the sample. Consequently, much lower maximum degrees of saturation (Sr = 91% and 78% for fv = 50.3% and 55.5%) were obtained in their case.
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Table 1 .

 1 Constitution of fine soil

	Soil classification	Commercial Soil	Mass proportion (%)	Range of grain size (mm)
		C4	16.7	0.0009 -0.50
		C10	20	0.0009 -0.25
		HN34	3.3	0.063 -0.50
	Sand	HN31	3.3	0.16 -0.63
		HN0.4-0.8	6.7	0.25 -1
		HN0.6-1.6	6.7	0.32 -2
		HN1-2.5	13.3	0.32 -3.20
	Clay	Speswhite Bentonite	23.3 6.7	0.0003 -0.01 0.001 -0.01

Table 2 .

 2 As-compacted and saturated states of fine/coarse soil mixture fv represents the volumetric ratio of coarse grains to the fine/coarse soil mixture. ρd-f, ef, wf, and wopt-f represent the dry density, void ratio, water content and optimum water content of fine soil, respectively. Sr represents the degree of saturation of fine soil, which is also the degree of saturation of the mixture. ρd represents the dry density of soil mixture.

	f v (%)	As-compacted state 3 ) (Mg/m ρ d-f e f w opt-f (%) S r (%) (Mg/m ρ d	3 )	ρ d-f (Mg/m	3 )	e f	Saturated state Measured Measured w f (%) S r (%)	ρ d (Mg/m	3 )
		1.82 0.47		78	1.82		1.81 0.48	17.2	95	1.81
	0	1.67 0.60		61	1.67		1.65 0.62	22.0	95	1.65
		1.52 0.76	13.7	48	1.52		1.50 0.78	27.3	93	1.50
	20	1.82 0.47		78	1.99		1.80 0.49	17.3	95	1.97
	35	1.82 0.47		78	2.12		1.80 0.48	17.2	95	2.10
	Note:								

Table 3 .

 3 Soil properties of[START_REF] Duong | Effect of fine particles on the hydraulic behavior of interlayer soil in railway substructure[END_REF] 

	f v (%)	ρ d (Mg/m	3 )	e m	ρ d-f (Mg/m	3 )	e f
	50.3	2.01		0.33	1.33		1.01
	55.5				1.17		1.28

Note: e m represents the void ratio of soil mixture.
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